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The dynamically-stabilized recording apparatus for the full- 2
scale transmission hologram lens was designed and assembled E
3 in Phase 2, Contract N62269-~74-C-0642, Holographic Lens for ;
Pilot's llead-Up Display. The construction beam optical sys-
tem, based on the "continuous lens" approach, is symmetric
with a 50° off-axis angle. Four plate preparation techniques
were evaluated with small aperture hologram exposures. The
- preferred technique, adapted to large area DSDCG preparation,
2 has good iight ssnsitivity (-80% diffractaon efficiency with
4 300 to 400 mJ/cm® exposure} and does not need special baking
. and annealing processes. Fringe staphility was maintained
during the 2.25 hr exposure period of the full-scale DSDCG
hologram lens. The optimum reconstructicn geometry at 632.8
nm is 48.82° symmetric with a focal length of 14.97 in. At
the center of the lens, 42% diffracticon efficiency was mea-
sured with 1 o 2% scatter.
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A design study of reflection hologram cclliimator/combiner is
completed. This study was restricted o symmetric reflection
holographic elements with the "continuous lens" concept on
flat substrates. A baseline holcgyram of 43° off axis with a
focal length of 14,9 in. was selected based on parametric
study of field curvatures, tilts, and aberrations. Optical
system design optimization resulted in a 7 element relay lens
system with a folding mirror. Pupll errors were held to less
than 5 mrad over a 25° FOV from a 3 in. x 5 in. racetrack
exit pupil.
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The T90-N8~21.9 in. lens is an 8 in. diamter trarnsmission

%' hologram lens fabricated on 8 in. x 10 in. Kodak 120-01 sil-
g ver halide emul<ion and bromine vapor bleached. Reconstruc-
tion geometry of the 21.9 in. fccal length lens is 90° off
axis, 8° asymmetric. Single binocular vision can be main~
tained at the eye relief distance of 34.5 in. For a nominal
63 mm suparated palr of eyes centered at the ex1t pupil, bhi-~
nocular FOV is 4.16° and -3.49° vertical, 44.56° horizontal.
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This final report covers the work accomplished during the
period 18 March 1975 through 17 September 1975 under Contract
N62269-75-C~0299, "Holographic Lens for Pilot's Head-Up Display
(Phase 3)." This work was supported by the Naval Air Systems

command under the sponsorship of Mr. George Isaparas and Mr.
William B. King.
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The program is under the technical direction of

Mr. Ed Rickner, Mr. Ken Priest, and Mr. Harold Green of the :
H

Naval Aix Development Center, Warminster, Pennsylvania. -

The work was accomplished by the Exploratory Studies Depart-
ment of the Hughes Research Laboratories, Division of the Hughes
Aircraft Company, under the direction of Dr. Donald H. Close.

JRUSSRE—.

The technical work was performed by Mr. Anson Au. Mr. Andrejs
Graube optimized material characteristics and processing tech-
nigues. Mr. Cesar C. DeAnda performed many of the experiments
and provided able assistance in fabricating the large aperturc
hologram lens. Mr. Lawrence D. Allum provided further technical

support in fabricatir the processing eguipment. The design

v n e b o o

study of reflecvion HHUD systems was performed by Dr. Roger J.
Withrington and Mr. Lacy G. Cook, of the Electro-Optics Depart-
ment. Mr. Gaylord F. Moss acted as consultant to the program

and provided valuable assistance in the conduct of all major
tasks.
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I. Introduction and Summary E
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1. INTRODUCTION

ot b A L

This final technical report contains detailed discussions of
the Phase 3 NADC program tasks, objectives, approaches ard

results toward developing a Holographic Lens for Pilot's
Head-Up Dbisplay.

¢ R dd e S N

cati asap i

This is the final technical report on Contract N62269-75-C-
0299, Phase 3 of che Naval Air Development Center (NADC)
program to develop : Holographic Lens for Pilot's Head-Up
Display (HUD). “The work covered by this report was performed
at Hughes Research Laboratories, Malibu, California during
the period 18 March 1975 to 17 September 1975.

PP WP N T p. LY
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The NADC program is to develop a HUD system meeting the optical
system parameters and perforﬂance gnalb as stated in the NADC
"bpec1f1cat10n for boxrgram Lens Q,stem.'* The basic system
5arameters are a 259 field of view (FPOV), an exit pupil size

of 3" gn 5% wide, and an eye celief of 25 in. In Phase 1
program, ¢ preliminary systom desicen and recording material
optimization led to a demonstration of high quality holographic
HUD imaging vith a half-size transmission hologram configura-
tion with an off-axis angle of 40°, 1In Phase 2 program.3 we
designed an: fabricated a dynamically-stabilized recording
system witi. symmetric 50° off-axis construction beams for
exposing tae full-scale transmission hologram.

LI
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In this Phase 3 program, the specific subject of this report,
we fabricated the full-scale transmission holographic lens in
dye-sensitized dichromated gelatin (CSDCG}. Processing equip-
ments were fabricated and processing techniques developed.

The full-scale hologram is recorded in DSDCG derived from
photogr.aphic gelatin films on 18" x 18" x 0.25" thick glass

3 substrate. The holoqram aperture is approximately 16" in

diameter covering a 25° FOV from any point within a 3" x 53"

exit pupil ai an =ye relief of 25". Table I outlines the Task,

Objectives, Approach, and Results of the Phase 3 program.

T T T A T

T
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The results of two other tasks ar-: also described in this
A report. A design study of flat reflection hologram collimator/
3 combiner for use in head-up display was completed. A 20°

cff-axis, 8° asymmetric, transmission hologram lens was fabri-
ciated in bleached silver halide emulsion, The focal length

‘.Alv\ll
cf this 8" diameter holographic clement is 21.9".
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I. Introduction and Summary

2. SPECIFIED SYSTEM PARAMETERS AND PERFORMANCE GOALS

Ik e Sl

The optical characteristics specified by the NADC "Specification
for the Holoyram Lens System" are a 25° field of view, a 25 in.
eye relief, a 3 in. high by 5 in. wide exit pupil, and high
quality imagery.

The basic system characteristics as specified by the NADC
"Specification for lHologram Lens System” are summarized in
Table 2 along with the performance goals. Major parameters are
a 259 circular FOV, a 25 in. eye relief, and an operating
wavelength of 632.8 nm (lleNe Laser). An acousto-optical laserx
scanning system provides the input to the display system on a

4 in. by 4 in. diffusing screen. In order to provide a 25°

FOV from this source, the system focul length must be

£ o= —3A0n.  _ 9.9 in.
© 2 tan 12.5°

Considering the 25 in. eye relief, 3 in. high by 5 in wide exit
pupil, and the vertical tilt of the hologram element, the size
of the hologram element is approximatley 16 in. diameter. Only
the thin film, low weight nature of hologram optical elements
makes it feasible to consider such a large HUD lens size,

The "continuous lens" design approach,4 invented at Hughes
Research Laboratories by Mr. Gaylord Moss, provides high optical
efficiency across the angualar FOV, and has uniform correctable
aberrations. This design approach was used in providing the
construction beam optical system in the dynamically-stabillized
recording apparatus used to expose the full-scale lens. The
full-scale transmission hologram lens, fabricated in DBSRCG,
provides 25 field of view display imagery at a 25 in. eye
relief., The hologram focal lenqgth, fu, is” 14.%27 in.
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TABLE 2

25° Field of View System

2
%
e

R R et sl e e e LT

Given Parameters

Field of View 25° circular
Eye Relief 25 in.
Exit Pupil Size 3 in. high x 5 in. wide
Operating Wavelength 632.8 nm (monochromatic)

Calculated Parameters

Hologram Size 16 in. x 16 in.
System Focal Length 9.0 in.
Hologram Focal Length 14.97 in.
Performance Goals
Optical Efficiency 80% min
Resolution 1.0 mread
Accuracy J.0 mrad, central 12°
2.0 mrad, to 25°
Binocular Disparity
Vertical Less than 1.0 mrad
Horizontal divergent Less than 1.0 mrad
Horizontal convergent Less than 2.5 mrad
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I. Introduction and Summary
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3. SUMMARY OF FULL-SCALE HOLOGRAM DEVELOPMENT (TASKS 1, 2, 3, and 4)

Tt VP SRICREVER 2

The full-scale hologram was successfully recorded at 647.1 nm

on dye-sensitized dichromate gelatin emulsion derived from 18 in.
square Kodak 649F photographic plates.

et

—

Rl A LA O Rl Dl

The full-scale transmission hologram is a 48.82° off-axis, sym-
metric transmission hologram lens with a focal length of

14.97 in. This display geometry is the optimization of a 50°
off-axis, symmetric construction geometry for 632.8 nm operating
wavelength. A dynamically stabilized recording apparatus pro-
vided adequate stability during the 2.25 hours required to
expose the continuous hologram lens in DSDCG.

N
T O e
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The recording wavelength was the 647.1 nm spectral line of a 4
Spectra Physics krypton ion las-2r. Single frequency power of ;
400 mW was obtained with a fuse silica etalon. Power and mode |
stability was tested and improved with an insulating enclosure.

Coherence length was interferometrically measured to be greater

than 1.5 meters. The output power of the krypton ion laser

provided approximately 280 mJ/cm? of exposing energy (per hour)
at the center of the hologram lens.

YT ST T Y OR TR
e

oL

Four holographic plate preparation techniques were evaluated
based on small aperture holographic exposures made in a stable
recording setup. Methylene green was chosen as the sensitizing
dye due to its red light absorption in gelatin layers and ex-

3 posure sensitivity. High diffraction efficiencies of greater

; than 80% with less than 5% scatter were achieved with two of_
the processing techniques requiring 300 mJ/cm2 and 500 mJ/cn®
exposure. Detailed description of the preparation techniques
can be found in Section III, Subsection B; Topic 1.

TR TR

fony ¢ <o ot LA

The hologram plate preparation techniques developed with small
plates were, with slight modification, successfully applied to
full scale hologram fabrication on 18 in. square DSDCG plates.
Dichromate concentration was lowered to .4 - .5 molar to
prevent crystallization on the emulsion surface. Methylene
green concentration of 7 to 10 mg/ml of dichromate was used.
The sensitized DSDCG plates were dried in a humidity-controlled
chamber. Following exposure, the full-scale hologram was
prccessed in nitrogen burst agitation tanks. A twenty minutes
swelling wash was followed by graduated 25%, 50%, 75%, and
100% isopropanol wash. The processed hologram is allowed to
dry in a humidity-free nitrogen atmosphere. A 1/8 in. thick
cover glass is sealed with Epotek 305 over *he gelatin film to
provide moisture and abrasion protection.

TR TR TR v T R R 7%
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I. Introduction and Summary

4. SUMMARY OF FULL-SCALE HOLOGRAM TEST

The display geometry (48.82° off-axis, symmetric transmission)
cf the ful%-scale DSDCG hologram lens has an intermediate image
tilt of 14~ at 14.97 inches focal iength.

A I T T T pO A

The display geometry (48.82° off-axis, symmetric transmission),
as well as the focal length (14.97 in.), at 632.8 nm of the
full-scale DSDCG hologram lens was experimentally confirmed.
Computer outputs show an intermediate image plane tilt of 14©
toward being parallel with the hologram lens is necessary for
aberration uncorrected imaging with the 4" square diffusing
screen of the acousto-optical laser scanner. The diffusing

screen is adequate to provide 25° FOV imagery to the exit pupil,
25 in. eye relief from the lens.

Peak chief ray efficiency of 42% was measured with 1-2% scatter.
Linear variation between exposure and efficiency is evidenced
along the vertical and horizontal dimensions of the hologram
aperture. The uniformity of the construction beams can be
improved by expanding the beams further at the expense of

longer exposure times. Also higher efficiency would result from
fine tuning the exposure energy to correspond to modifications

in sensitizing solution concentrations for full-scale hologram
processing.

Good display imagery was seen with the full-scale DSDCG holo-
gram lens. Intermodulation effects of weak secondary holographic
recording from reflected light off construction optics and
hardware cause slight loss in resolution and contrast. The
hologram aperture size (approximately 16 in. Jiameter) is ade-
quate to provide 25° FOV imagery to any point within the 3 in.
high by 5 in. wide exit pupil. However, due to the 12 um
thickness of Kodak 649F gelatin emulsion, low angular diffraction
bandwidth causes the vignetting of some extreme field points of
the 25© FOV from the edges of the exit pupil. Improved angular
bandwidth can be attained with thinner films like the 6 um

120-01 gelatin emulsion. The full field of view is visible

from a large portion of the exit pupil.

The achievements in this Phase 3 program are a step forward

towards developing flvable holographic head-up displays. Maior
points of this Phase 3 program are

(a) Large area processing uniformity was accomplished.

(b) Long exposure times are feasible with a dynamically
stabilized recording system.

16
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Greater than 80% diffraction efficiency has been
achieved in small aperture DSDCG exposures.

Similar efficiency can be obtained in large aperture
exposures by fine tuning,

Thinner emulsions are needed for a wider angular

bandwidth, or the FOV and/or exit pupil must be
reduced.

Careful reflection shielding of construction optic

and hardware is neecded to eliminate secondary holo-
grams.
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I. Introduction and Summary

SUMMARY OF REFLECTICN HOLOGRAM COLLIMATOR/COMBINER DESIGN i
STUDY

The final configuration of the reflection HIIUD optical design
meets the basic system parameters of the NADC sgecification and
achieves less than 5 mrad pupil error over a 25° FOV from any

point within 3" high by 5" wide racetrack pupil.

S
.
3
9
e
2
3
3
3
E

T

The f;nal configuration of the HHUD optical design includes
(a) a 43° off-axis, symmetric reflection hologram collimator/ ;
combiner with a focal length of 14.9 in., (b) a curved folding A
mirror to reduce the relay lens size and improve packaging,
(c) a relay lens system to achieve less than 5 mrad pupil

error with input imagery from the 4 in. diffusing screen of an
acous:o-optical laser scanner.

A ML TR el

YR

TR
|

e

The major objective of the reflective HHUD optical design study

is to establish the limits on the use of flat reflective holo-
graphic optical element in a head-~up display. The basic system
parameters, as specified by the NADC "Specification for Hologram
Lens System," are a 25° circular FOV, a 3" high by 5" wide

exit pupil, and a 25" eye relief. This design study was restricted

to symmetric reflection holograms constructed with the con-
tinuous leis design concept.

T ST T
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The first phase of the study was a general parametric study of
field tilts, field curvatures, and coma as a function of focal
length and off-axis angle. Only hologram focal lengths between
10-16 inches were considered. Relay lens requirements out-

side of this range become very fast or very large in diameter.
Off-axis angles were restricted to the range of 20-80 degrees.
Major conclusions of this parametric study are

O

(a) Focal surface tilts of off-axis holograms increase

with increasing off-axis angle and are nearly in-
dependent of focal length.

T Ty TR PP T

TR

(b) Disparity in field curvatures is minimized for

focal lengths of 14" to 16" and off-axis angles
40° - 99,

gt

(c}) Coma, the dominarit aberration, is minimized for
small off-axis angles and lirge focal lengths,

Graphical data of the parametric study are included in Section
VI. Based on this study, the off-axis angle and focal .length
of the reflection holcgram is chosen for which the relay lzns

system design optimization, the second phase of the study is
performed.

18
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The long focal length, 14.9 in., implies overly learge relay
lens. A folding mirror reduced the size of the relay elements
from 7.5 to 5 inches approximate diameter and reduced the
relay lens to hologram distance from 36.9 in. to 29.9 in.

The preliminary relay lens design was a derivative of a Cooke
triplet. Paraxial characteristics of the system are 1.66
magnification, 5.64" focal length, and horizontal/vertical
f-numbers of 1.13/1.88. The object size, input to the display

system, is 4". Automatic design optimization was accomplished

by the Hughes Aircraft Company in-house optical design com-
puter program.

Pupil errors, collimation and binocular disparity, are 1 to
2 mrad over most of the 25° FOV and much of the 3" x 5" wide
rectangular pupil. Computer output data of pupil errors
from various pupil locations for various field points are
graphically plotted in Section VI. Pupil errors are less
than 5 mrad within a 3" x 5" racetrack pupil. Larger pupil
errors at the corners of the rectangular pupil are believed
to be a limitation of the relay lens design form.

This iIHUD design evolved with no specific cockpit geometry
in mind.
such,

It is a one point design and must be considered as

19
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X Introduction and Summary

6. SUMMARY OF T90-N8-21.9 TRANSMISSION HOLOGRAM LENS

The TY90-N8-21.9 transmission hologram, fabricated on bleached
silver halide emulsicn, displays laser symbology from the
diffusing screen of an acousto-optical laser scanner at a
21.9 in. focal length in a $0° off-axis configuration.

TR TR T T R MR g R
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The T90~-N8-21.9 transmission hologram lens is a 90° off-axis,
80 asymmetric hologram lens with a focal length of 21.3".

The operating wavelength is 632.8 nm. The hologram aperture
is 8" in diameter recorded on Kodak 120-01 silver halide
emulsion and bromine bleached. Abrasion and moisture protec-
tion is provided by sealing the hologram lens with Epotek

305 to a .25" glass substrate cut to specified dimensions.
This substrate can be mounted in an AIMIS demonstrator to

display laser symbology from the diffusing screen of an
acousto-optical laser scanner.

Single binocular viewing can be maintained at an eye relief

of 34.5 in. For eyes nominally 63 mm apart, the holcgram
aperture is adequate for +4.169/-3.49° vertical FOV and
+4.56° horizontai FOV.

Display .m~gery can be seen with the diffusing scrzen iInput

at the inte mediate image plane. This aberration-minimized
plane has a 27° tilt towards beino parallel to the holo-
gram lens. Vertical and horizontal dimensions of +1,23"/-1.13"
and +1.75", respectively, are required to fill the binocular
FOV. Uncorrected astigmatism across the field will cause
residual aberration in the display imagery.

A peak chief ray efficiency of 11% with 8% scatter was mea-
sured at 632.8 nm. These values are similar to the half-~
scale demonstration hologram lens fabricated in Phase 1
program. This low efficiency is characteristic of instability
in the construction system. Despite this low efficiency, the
T90-N8-~21.9 transmission hologram iens will adequately demon-~
strate the complex lens function of holographic lens and will
display laser symbology in the AIMIS demonstrator. High
gquality display imagery was seen with a laboratory setup
using diffused 632.82 nm illumination of a photographic slide
at the intermediite image plane.
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& 7. REFLECTION AND TRANSMISSION HOLOGRAPHIC COLLIMATOR/COMBINER ELEMENTS fé‘
f Both reficction and transmission holographic collimator/zombiner elements ;%
. _as parc of a head=up display car provide large field of view at long eye , b
: relief with high display brightness and excellent external visibility. ' <3
_ | Transmission elements sre ippractical in high ambient lL.ght situations, : 1%
M } due to the presence of distracting spectral flares. } é &
. X - - - - F
. = H %
N volographin collimator/combiner clements as part of a head-up display ; i
. can provido: § 3
H 4
. : z s . . i E1
(1) Large field of view at long eye relief with no increase ip { A
weight due to the thin fiim nature of hologram optics. t Y
7
{2) Improved disovlay brightness and external visibility due to the ? &
. wavelangih dependence of optical efficiency in hologram optics, i g
N 1 b]
i A concise parametric analysis of reflection and transmission holographic ; i
’ coilimatorscombiner elements for head-up displays can be found in refer~ i {
ence 2, the Phasce 1 fipal technical repoct.. The fundamental character- : R
istics of reflection o d transmission holographic elements are similar: { 1
e . . . i 3
' (1} High opticai efficjency requires peint source construction i $
beams (continuous lens design) with minimal asymmetrry. : i
- : -3
o (2) Sphero:dal focal surfaces, for vert:cal and horizontal ray z i
fans, have unigue curvatures and tilts, i N
N . \
{3) Distoriions are anamorphic and keystone. i 3
@ (4} Aberrations are primarily coma with spherical akerration. g E
‘ (5] Binocular disparity ard collimation crrors increase with ? ﬁ
off~axis anglc. . %
Transmission holograms cypically have smaller abexrations and pupil §
errors than corresponding reflection holograms of similar geometry. 2
. Fabrication of transmission holographic clements, although a complex 3
- . task, is less gifficult than fabrication of refleckion holograms. 3
However, transmission holegrams are not well suited for application in 2

high ambient light environment. The orientation of recorded fringe

structure resulis in strong dispersion of ambient light. The spectral
flare from gdiffracred sunlight can be of great discomfort to the viewer.
Transmission eclemests can be applied in controlled lighting situations
where proper shielding can be achieved. Another application of trans-
mission hologram lenses, currently being investigated at liRL, is in
night vision goggles.

AR S g % e A L g B

Reflection halograms retain the low weight and wavelength selective
nat . 2 cf hologram optics without objectionable spectral flare. There- 4
fure, reflection collimator/cormbincr clements can provide wide FOV with
high image brightness in head-up displays. However, the fabrication of
reflection holographic cliempnts reguires material optimization for

L.
AN D0 N AT i AL 1N

3

> 3

sensitivity and thickness upiformity, extreme control in the stability } 7
of the recorxding- wavefront and hologram substrate, and optimization of 3 3
process and sealing techniques to 'freeze' the emulsion thickness for p 3
the proper operating wavelength. . K
X k]

At Hughes we hove the capability and experience required for a unified i i
design of holographic und conventional optical systems. State-of-the- ¥ K
art fabrication technigques were developed in the successful fabrication + 3
of large apgcrture transmission collimator/combiner elements. Further z z
optimization of these techniaques ig nocessary £or applicaiion to the 3 3
fabrication of reflection collimator/combiner elements. : X
* X
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II. Krypton Ion Laser ~ Procurement and Test

1. SPECTRA PHYSICS MODEL 165-01 KRYPTON ION LASER

A Spactra Physics Krypton ion laser with a fused silica etalon
was procured to provide high, single frequency 647.1 rm out~
nu: power with adequate coherence length.

S e

The Spectra Physics Model 165-01 krypton ion laser was procured
due to its high continuous power output at 547.1 nm, a spectral

line near the operating wavelength 632.8 nm. The manufacturer's
specifications are:

Single transverse mode power (TEMOO) 500 mW
at 647.1 nm

Power stability +.5% over 10 hrs
with power stab-
ilizer on

Input power requirement 190 to 225 V,
3-phase, 35 amps
per line

Cooling water reguirement 2,2 gal/min &t

25 pgi {minimum)

The laser cooling system is depicted in Fig. 1. The com>onents
in the system were selected to meet the cooling requiremants
with minimal pulsating water pressure. The regenerative tur-
bine pump provides three gallons per minute of flow at 30 psi
to the laser syster.

A Model 589 single freguency, solid fused silica etalon was
also procured in anticipation of the need for extended coher-
ence length. For the 50° symmetric transmission construction
geometry, the coherence length required is 22.23 cm. The
theoretical spacing between adjacent optical frequencies for
the model 165 laser is 143 MHz (Af = c¢/2L where c is the
velocity of light and L = 1.05 m, the cavity length). With

a Doppler gain bandwidth greater than 5,000 MHz, more than

20 frequencies can oscillate simultaneously. For 2 1.05 m
long laser oscillating in 20 modes, the theoretical coherence
lergth is conservatively anproximated by

i 2L_ C
LH = ‘293(TT) = ,293 Afo

where L = cavity length, N = number of modes, c = speed of
light, and f5 = Doppler line width.

LH £ 3,08 cm for L = 1.05 m and N = 20.
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YOUNG'S HEAT EXCHANGER
=] " MODEL F-303-HY-4P

4582~1

L_l MODEL
265

=% (POWER [—n

€= SPECTRA PHYSICS MODFEL 165-01
EXCITER KRYPTON JON (ASER

{MODEL 589 ETALON)

! SUPPLY)

| FILTER]

[ A————

Ly

f1 in, diam HOSE

BURK MODEL
No. 3CT6M-AB
1/3 hp 3450 rpm

=

REGENE RATIVE TURBINE PUMP
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BALLAST

TANK [ |
(H,0) 5

Fig. 1. 'he laser cooling system meets the require-
ment of the laser system with a 3 gal/min
flow at 30 psi.
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IrT. Krypton Icon Laser - Procurement and Test

VN e N

2. LASER TE£ST SET-UP

e S

The laser test setup monitors power and mode stability and
interferometrically measures the coherence length of the 647.1
nm output of the krypton ion laser.

dhats

3
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. Power stability, mode stability and coherence length are evalu-

‘ ated by the laser test setup pictured in Fig. 2. The laser
under test is the Model 165-01 Spectra Physics krypton ion
lasexr operating at 647.1 nm. This is the laser scuarce for

the Lull~scale hologram recording apparatus derigned and
constructed in Phase 2 program.
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The output of the photodiode monitors power stability on a strip
chart recorder. A primary cause of power instability in the
krypton ion laser i. contamination of the laser optics by dust :
and foreign particles. Delays in this program were primarily 3
due to this laser power stability problem. The initial laser
tube was defective and cracked. The replacement tube degraded
due to outgassing from some rubber and anodized components of
the laser. Consequently, the laser system was returned to the
manufacturer for chemical cleaning of optics and mounts. A

third tube was installed, and some laser optics and an etalon
vere replaced.
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An etalon can be considered as a filter which inhibits laser
oscillation at all but one frequency or mode. The frequency
or mode selected from the laser cavity modes within the laser
gain profile is dependent on the optical length of the etalon
cavity. Therefore a dimensional instability due to temper-
ature variations can cause mode hops or instability. These
mode instabilities can be seen visually with the spectrum
analyzer. Power instability usually accompanies mode hops
due to difference in laser gain of various modes.

Ll s e U EANE
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Coherence length is measured interferometrically5 with the
Michelson interferometer in the test setup. Coherence length,
ALy, is equal to cry (c = speed of light; 1y = transit time
difference) such that the degree of coherence |[pp(t)]| is

equal to 1//2. This degree of coherence is related to the
fringe visibility by

2{up (1) [ /R cosq

gt e g i,

[ e e

. where R = beam ratio
v R+1 Q = angle between
polarization vector.
24
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By keeping the beam ratio R = 1 and the polarization vector
of the two beams unidirectionall parallel (¢ = 0), the fringe
visibility reduces to V = IuT(r)T.

In the test setup. the fringe intensity at the detector is
dependent on the intensity, relative phase difference, and
degree of coherence between the two beams. By keeping the

beam intensities constant with a ratio of one, the maximum and
minimum fringe intensities are measured as their relative phase
difference is varied by the piezoelectric translator. Frinqe

e AT LT st 2 oWkt Lo b L3 o5 Kbt P A

I -T .
visibility is calcalated (V= EEEE; M0y and plotted versus
max “min H
“L. Coherence length is the :L at which visibility falls to :
.707 of maximum visibility. %
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v N e e The coherence length is 'L ’
R " for which the fringe visibil- ‘

ity measured is 0.707 of
maximum visibility at 'L = Q.
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II. Krypton Ion Laser - Procurement and Test

3, LASER TEST RESULTS

Adequate power and mode stability was achieved with 400-
450 mW of single frequency 647.1 nm output power.

Greater
than 1.5 meter coherence length was measured.

The krypton ion laser, operating at 647.1 nm TEM,, mode with

one watt of power, has a coherence length of only 3.5 cm. The
graph of experimental data for fringe visibility v:rsus path
length difference, Fig. 3, shows a decreise to zerv visibility
at 19 cm path length difference. Although high pouwer output

is available in this TEM,, mode, the limited coherence length
is inadequate for full-scale hologram exposures.

Single frequency operation at 647.1 nm was obtained with the
Model 589 etalon in the krypton ion laser. The coherence
length was experimentally measured to be greater than 1.5

meters, the limit ~f the test setup. Experima2ntal data are
plotted in Fig. 4.

The photograph from the sprectrum aralyzer
output shows the singl - longitudinal mode of ithe laser.

Due to the high conversion efficiency of the etalon, 600 mW
cf single frequency power at 647.1 nm is availahle with the
laser system drawing 35 amps of current. T‘iowever, due to the
high sensitivity of the etalon to ambient ai» temperature,
mode hops can cause the output power to vary unless the etalon

is constantly readjusted to keep the optical path within the
cavity constant.

An improvement in mode stability was corsequently achieved by
shielding the laser with insulation matsrial and operating

the laser in a light control mode. The enclosure composed of
particle board is lined with aluminum foil and rubber sheet.
The insulation keeps the temperat.re relatively constant near
the operating temperature of the laser cavity. In the light
control mode, the laser system compensates for power variatioans
due to mode hops by modulating the Luput current to the laser.

Consequently, the laser must operate below 35 amps, the satur-
ation current level.

Optimal operating conditions fcr the Model 165~01 krypton laser
were found to be 400-450 mW of single frequency 647.1 nm power.
The laser operates at 30 amps in light control. After thes
temperature within the insulating enclosure lias stabilize?,
power output was observed to be stable for over 24 hours.

Mode bopping typically occurred every hour, although under
extreme conditions 4 - 5 hour mode stability was achieved.
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Mode and power stability will probably be much improved when

a temperature controlled etalon or a more dimensional stable
etalon, like the air-spaced etalcn available for the 450 nm -
520 nm spectral range, is commercially available. However, the
power and mode stability and coherence length of the krypton
ion laser with etalon are adequate for full-scale hologram
exposures. Optics in the full-scale hoclogram recording appara-
tus, designed and constructed in Phase 2 precgram, were aligned
with this krypton ion laser.
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¥ig. 3. Coherence length for TEM,, is 3.5 cm, the
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visibility is 0.707 of maximum.
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Fig. 4. Measured single frequency coherence length

of greater than 1.5 m is adequate for full-
scale hologram exrosures.
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IIT. DSDCG Hologram Processing Techhiques Development

A, Methylene Green Dye

1. SPECTRAL SENSITIZERS

Dyes which are effective spectral sensitizers for dichromated
gelatin generally show poor compatability with dichromate ions.

The solubility of a substance is influenced by the presence
of other solutes in aqueous solution. In the preparation of
dye sensitized dichromated gelatin (DSDCG) sensitizing solu-
tion, a prollem is encountered in providing sufficient solu-
bility for the necessary actinic chemical species.6 We have
found that many spectrally sensitizing dyes are capable of

rendering DSDCG red sensitive, but the dyes precipitate out
in dichromate solutions.

Although some dyes possess the characteristics of water solu-
bility, red light absorption, and excellent compatibility with
dichromate in solution, these dyes are typically poor spectral
sensitizers for DSDCG. For example, vat green 11 (Color Index
No. 49Y850) has a solubility product in dichromate solution
exceeding 10-3 molesz/liter2, but its quantum efficiency for
index modulation production is very low. Gelatin layers sen-
sitized with this dye have excellent red lighc absorption, but

extremely long exposures are required to record even weak
holograms.

The thiazine dyes are particular'y effective DSDCG sensitizers,
but their compatibility with the dichromate ion in solution

is very low. The relationship between thiazine dyes and
dichromate ions at the point of precipitation can be closely
approximated by a solubility product relationship, typically
having values of about 10-4 molez/literz. Although the solu-
bility of these dyes can be somewhat improved by the addition
of a chelating agent, such as triethanolamine, or by a sur-
factant, such as Kodak Photoflow, the solubility is still very
small. As a result, when gelatin layers are sensitized in
these solutions, little red light absorption is gained,
necessitating very long holographic exposures.

A more dichromate-compatible dye family is the triphenylmethane
group, showing very good solubility characteristics, while
maintaining fair sensitivity to red light. When,these dyes

are uged in DSDCG, exposures of about 200606 md/cm™ at 632.8 nm
are required for efficient hologram production.® Some gain

in sensitivity can be gained by using a mixture of dyes. Such
a mixture can contain an efficient triphenylmethane dye, for
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example, acid fast violet, to increase the apparent quantum
efficiency.

{ As a general rule, it can be stated that sensitive dyes in :
4 the DSDCG system are readily attacked by dichromate ions.

3 Although some steps can be taken to minimize the attack, its

; elimination does not appear possible.
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IITI. DSDCG Holoyram Processing Techniques Development
A. Methylene Green Dye
2. SOLUBILITY IN DICHROMATE SOLUTION

The solubility of methylene green dye is determined by the
amount of dye added and the concentration of dichromate present.

Although the thiazine dyes have large quantum efficiencies for
converting absorbed red light into holographic index modu-
lation, their solubility ir dichromate solution is generally
very low. Gelatin layers 2nsitized with these dyes are usually

ineffective since they abscrb only a small fraction of inci-
dent radiation.

The notable exception to this thiazine dye family precipita-
tion behavior is methylene green. This dye is identical in
structure to the familiar methylene blue dye, except for a
nitro group in the l-position. Apparently, this nitro group
is very effective in appreciably raising the dye's solubility
product, while maintaining the high level of sensitivity
typically displayed by thiazine dyes. Because of these favor-
able characteristics, methylene green was selected as the
spectral sensitizer for DSDCG.

When methylene green dye and dichromate are placed together in
solution, increasing dye additions do not always produce pro-
portionately increasing concentrations of dye in solutlon, as
shown in Fig. 5. It would ne expected that, if no other effects
were taking place other than dissolution, the optical density

of a dye would .ncrease linearly with the amount cf dye added
until a saturated dye solution would be attained. The curvi-
linear plot in Fig. 5 implies that a reaction is taking place
between the dye and dichromate ions.

Because of this probable dye oxidation, which .5 particularly
rapid at large dye concentrations, the estimation of true
methylene green solubility in dichromate solution is particularly
difficult. However, it is possible to estimate the practical
maximum dye solubility that would be present in a DSDCG sensi-
tizing solution, namely 30.0 milligrams/cm3 of solution, or
0.082 molar. From the lower portion of this curve the real
molar extinction coefficient can be estimated. It is estimated
that if a 12 micron thick gelatin film expands siv-~£f0ld in &
sensitizing solution containing 0.082 molar methvlene green,
and if the gelatin does not chemically bind the dye, an optical
density of 0.40 wiil be obtained in the dye layer. This means
that an ample 6N1% of the active incident radiation will be
absorbed in the film during a holographic exposure.
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ITI. DSDCG Hologram Processing Techniques Development
A, Methylene Green Dye
3. SENSITIZING PREPARATION SOLUTION

The sensitizing solution attains maximum optical density after
two minutes of mixing and must then be filtered free of pre-
cipitate and excess dye.

Since the optical density of the dye sensitized dichromated
gelatin (DSDCG) sensitizing solution does not increase linearly
with the amount of methylene green dye added, as shown in Fig.
5, it is apparent that the colored dye species must be removed
from solution, possibly as a result of an oxidation by the
dichromate ion. This loss of optical density in the sensitizing
solution is important in DSDCG in that it also influences the
density that will be inbibed into the gelatin layer. We con-
ducted an experiment to study the loss of the red light absor-
bancy in the preparation of the sensitizng solution and in the
keeping gualities of the solution once it was prepared.

When methylene green dye is manually mixed into a dichromate !
solution, it has a tendency to clump together without dissolving.
With additional mixing, however, the dye does begin to dissolve
reluctantly, finally reaching a maximum color. i

Figure 6 shows that the largest optical density is reached with
two minutes of agitation. Following the maximum density, the
color again becomes lighter before reaching a steady state in
about eighteen minutes. The dye solution samples were filtered
through medium filter paper before each density measurement

to exclude any precipitate from giving a larger apparent density.

We do not have an explanation for the decrease in density from
its maximum, but it appears that as the dye is being mixed into
the solution, an opposing process beging to take place that
removes or changes the dye molecules. It is postulated that a
steady state is not reached at 52 optical density because the
undissolved dye reacts with the products of the dissolved dye
oxidation, forming copious precipitate. This secondary reaction, i
it is thought, quickly removes the oxidation products from the
solution, shifting the chemical equilibrium toward increased
oxidation. The practical ~onsequence of this investigation for

DSDCG is that with moderate mixing rates, optimum and maximum

W e ——

""" sclubllzty is recached in about two minutes when b oy filtra-
A tlon excess, undissolved dye and accumulated precipitate should

o~ 1
5 be removed.
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Optical density developed at 632.8 nm in 1 cm
path length as a function of the time of mix-

ing of methylene green dye in 1 Molar ammonium
dichromate.
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III. DSDCG Hologram Processing Techniques Development
A, Methylene Green Dye
4. SENSITIZING SOLUTION LIFETIME

iretain its ability to sensitize DSDCG for over si.ty minutes.

The filtered methylene green and dichromate solutiern will

In the previous section it was shown that the mixing of the
dye~dichromate mixture must be properly timed to achieve
optimum optical density. If filtration of the DSDCG senci-
tizing solution is done after two minutes, the question comes
to mind as to how long the sensitizing solution will still be
good. Figure 7 shows that the optical density of dissolved
dye is a function of both the dye concentration and the age

of the sensitizing solution. The loss of optical density with
time is particularly severe at large dye concentrations, as
expected, since the dye-dichromate reaction is concentration
dependent. At the large dye concentrations, where DSDCG will
be used, only about a 25% density decrease occurs in thirty
minutes and 44% decrease in sixty minutes.
sensitizing solution could be used for at least sixty minutes,
but filtration of the precipitated, oxidized dye will be
necessary between sensitizations.

sensitized at later times from the same solution will require

somewhat lcnger exposure times to overcome the decreased density.

It is possible to rejuvenate or recharge the sensitizing solution

after its useful time has been exceeded. Since the concentra-
tion of ammonium dichromate in the sensitizing solution is so
much higher than the dye, it can be assumed that only the dye
reguires replenishment. Addition of new methylene green dye,
agitation, and filtration precduces a fresh sensitizing sclu-
tion. In the production of many D5DCG helograms such sensi-
tizing solution replenishment not only conserves the starting

material chemicals, but also alleviates the problem of dis-
posing the spent toxic materials.
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I1T. DSDCG Hologram Processing Techniques Development
3 B. Small Aperture Exposure
; 1. PLATE PREPARATION TECHNIQUES

3
i
]
3
: ke

oD

Four plate preparation techniques were considered for the 3
large aperture hologram fabrication. j

RIS YT R, T

We extended our scope of photographic plate preparation tech-
nigues to include those which anneal or crystallize the gelatin
molecules. The annealing is thought to increase the rigidity
of the gelatin £film? and orient the molecules in positions

favorable to crosslink formation,8 thereby increasing film
sensitivity.

SN/ STS PR/

ot

FRELE F IR

Besides the considerations of resulting hologram quality from
each of these processes, we also considered their ease of
implementation into the large hologram processing apparatus.
Tables 3 and 4 show preparation methods that require annealing
through the gradual rise in washing water temperature. An
obvious difficulty with these schemes is in providing sufficient
washing water at the proper temperature over large area holo-~

grams. Despite this disadvantage, these two techniques were
further evaluated.

AT BT TR A T T TR
TR T DR

X0
o B b 3 L RIS A DRI

T AT

The technique shown in Table 5 omits the annealing cycle, but

the two-stage drying in steps 3, 4 and 7, we believe, serve as

a pseudo-annealing method that toughens the gelatin film.

Table 6 contains the double-hardening technique, producing

very hard films. This method must be coupled with spec.al -
development procedures to extract maximum diffraction efficiency.”
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In the next section we show holographic exposure comparison of
the four dichromated gelatin proparation techniques.
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Table 3

PR SR AN

Dichromated Gelatin Preparation from Kodak
649F Plates with Annealing Cycle9

(e e mm— vo—

ot ol S w A N

U

e Lk

1. Fix in Part A of Kodak Rapid Fixer - 10 minutes.

2. Wash with running water at 90°F for 15 minutes.
Start at 70°F and raise temperature at approxi-
mately 2.5°F min. to 90CF.

3. Stand in air 1 minute.

ot it LA A A s xR St A B2

4. Rinse in disti’led water with 2 drops per liter
of Photo-Flo 600 for 30 seconds.

5. Dry completely in room environment.

6. Soak in room temperature water for 2 minutes.

i, i A A oML L

ity

7. Harden in both Part A and Part B of Rapid Fixer
. for 10 minutes.

8. Wash for 15 minutes at 70°F in running water.
9. Rinse in Photo~Flo solution for 30 seconds.

10. Dry overnight at room temperature.
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Table 4

b

Dichromated Gelatin Preparation from Kodak

649F Plates with Shortened Annealing Cyc.Le10

|
!
)
5
5
:
|
{
1

1. Soak in fixer without hardener for 10 minutes.

2. Wash in runnlng wacer at 90°F for 15 minutes;
start at 68°F and raise temperature 2.5CF/min

to 90°F; follow1ng vash, lower temperature at
same rate to 68CF.

© v e LA By s ra vk ERLAN P TR e Y PN RO A
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3. Soak in fixer with hardener for 10 minutes.
4. Wash in running water for 15 minutes,

5. Rinse in distilled water for 1 minute with
agitation.

[ S T R |

6. Dry overnight at room temperature.

38

e L PR L 2 O
s ek el o P SO NGO - S Ao Caan . — A

o o - $poory P

L e et s o




LA
e

e r T R S

AT £33 TR
e TR T P T Ty O

S P AN S A A B AP e N RSN

= g i Yy o GBI . AN RPN XS T TR0

e e

-
|

3
1 Table 5 g
- _——— =&
4 ¥
: 3
% Dichromated Gelatin Preparation from Kodak %
3 =3
? 649F Plates Without Annealing Cycle §
N e e e
3 :
1 %
E l. Fix in Part A of Kodak Rapid Fixer - 10 :
3 minutes. ! i
= ; p
. . . ‘ i
3 ' 2. Wash in tap water - 15 minutes. % :

£

&2
w
.

Dry in flowing 55% RH air - 90 minutes. '

4 4. Dry in still 40% RH air - overnight. ;
E ¢
3 5. Presoak in deionized water - 2 minutes. i

6. Fix in Part A and B of Kodak Rapid Fixer - ;
10 minutes.
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7. Repeat steps 2, 3 and 4.
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Table 6

Dichromated Gelatin Preparation from Kodak

¢
649F Plates with Two Hardening Cycles”™

Step

Apply Kodak Rapid Fixer (with
hardener) mild agitation

Deionized water wash

Kodak Photo Flo 200 diluted with
deionized water 1:200 volume
ratio

Squeegee gelatin surface
Dust-free air dry, 40% RH

Repeat steps (1) to (5)

Bake in air atmosphere

Store in 40% RH air
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IIXL. DSDCG Hologram Processing Techniques Development
B. Small Aperture Exposure
2, METHYLENE GREEN SENSITIZATION

The methylene green sensitizing dye has sufficient light
absorption in gelatin layers for sensitive holographic
exposures.

In order to ensure good light penetration into the sensitized
gelatin layer, it is necessary to keeY the light~absorbing
species at a sufficiently low level.ll on the other hand, with
too little absorption in the sensitized layer, the majority

of the exposing light will be wasted. The prover adjustment

of the red light—-absorbing properties in dye sensitized dichro-
mated gelatin (DSDCG) is not a simple matter since it is depen-
dent on (1) the dissolved dye concentration in the sensitizing
solution, (2) the amount of swelling of the gelatin layer,

(3) the bindii.g of the dye by the gelatin, and (4) the oxida-
tion of the dye by dichromate after sensitization. The first
variable has been studied and determined, but the last three
are difficult to measure. We chose to take an empirical
aporoach to determine the best film absorption characteristics.

After sensitization and drying, the optical density was measured
in each of the plates rrepared by the various processing methods.
The mean optical densities for the samples were 9.807 for method
of Table 3, 0.626 for Table 4, 0.862 for Table 5, and 0.808

for Table 6. It was expected that plates of Table 6 would have
a lower average density since these plates had the hardest gela-
tin, which would swell the least. Instead, these plates had
densities commensurate with much softer plates. This implies
that the presensitization hardening procedures not only changed
the gelatin swelling prcperties, but also influenced the affinity
of the gelatin for methylene green.

Figure 8 shows how excessive absorbance can decrease film sen-
sitivity. Samples were prepared by the method of Table 5 and
sensitized with two different dye concentrations. The lower
dye concentration plates are the more sensitive in diffraction
efficiency production. The higher dye plates exhibit the
"umbrella effect," where the top film layers are so dark that
they shield lower layers from the image formation light.l2
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All of these preliminary tests were performed with a helium-
neon laser at 632.8 nm, but these results, as expected, wecre
directly applicable to the 647.1 nm wavelength also. Figure 9
shows that the red absorption spectrum of methylene green is
composed of two primary electronic transitions, which may have
varying efficiencies in converting light energy to crosslinks.
The two wavelengths, as indicated in Fig. 9, are so close
together, relative to the absorption peak separation, that no

significant absorption or sensitivity differences were experi-
mentally observed.
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DSDCG Hologram Processing Techniques Development
B. Small Aperture Exposure

3. RECORDING APPARATUS

A holographic test device with uniform illumination power and
high mechanical rigidity was used for materials testing.

To determine the response of any holographic material, it is

of critical importance to eliminate physi~al exposure variables
from the exposure apparatus. The presence of optical exposing
instabilities leads to the motion of holographic light fringes
within the material, causing degraded material performance.
Then it is very difficult to assign the relative blame for a
poor hologram to the equipment or the holographic material.

In an effort to provide a very stable exposure apparatus, we
used a so0lid aluminum plate with all the optics bolted to it
as shown in Fig. 10. The laser beam entered the apparatus
from the lower right side, was spatially filtered and expanded,
collimated by a lens, and folded on itself by a high reflec-
tivity dielectric mirror. The instrument was designed to
provide an interference pattern with a spatial frequency soO
that a thick hologram would be formed in a 12 micron thic..

layer. The average light power distribution varied less than
102 over the exposure area.

This apparatus provided an extremely dimensionally stable
holographic materials test fixture as shown by an evaluaticn
with a Michelson interferometer. We inserted a mirror in the
sample holder and made it one leg of the interferometer. After
thirty minutes, the plate had not moved even a fraction of a
fringe, evidencing the stability of the plate holder and
supporting structure.

An air shield was provided around the metal base to keep air
currents from deforming the wavefront and from influencing
the gelatin layer's moisture content. The metal base was
secured on four magnetic mounts, which rested on a 4x8 ft.

steel table. The table, in turn, was supported by air-inflated
vibrational isolation mounts.
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III. DSDCG Hologram Processing Techniques Development
B. Small Aperture Exposure
4. TEST PRESULTS

The plate preparation techniques were evaluated by holographic
exposure, and two methods showad excellent performance and
were selected for large plate exposures.

In the previous section we introduced four photographic plate
preparation methods as candidate techniques for the large scale
holograms. We prepared several plates by each of these tech-
niques, and following sensitization with methylere green and
ammonium dichromate, we holographically exposed them in the
stable apparatus shown in Fig. 1l0.

Following the holographic exposure, in our materials evaluation,
we developed the films and interrogated them at 632.8 nm for
diffraction efficiency and light losses. Figure 11 shows the
results of these tests for three plate preparation techniques.
The method of Tahlc 3 at first appears to be the best, since

the highest diffraction efficiency (defined as the percent of
incident light diffracted into the first order) is achieved
with least exposure. However, in the large photographic plates,
the exposing light power distribution will not be uniform, and
since the diffraction efficiency of the Table 3 method is highly
peaked as a function of exposure, we anticipated the appearance
of non~uniform efficiency. The efficiency non-uniformity could
arise either from underexposure or over-modulation of the phase
shife.

The preparative technique cf Table 4 was abandoned since dif-

fraction efficiencies only on the order of 20% could be obtained.

The methods of Tables 5 and 6 were selected as worthy of further
pursuit since the maximum diffraction efficiency peaks are dis-
tributed over a large exposure range. The preparative tech-
nigue of Table 5 is preferred since the film is quite light
sensitive, reaching maximum diffraction efficiency between 300
and 400 mJ/cm?. Also, this technique does not require any
special processing, such as baking or annealing, which would

present special problems when applied to large scale photo-
graphic plates.
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Iv. DSDCG Hologram Processing Equipment Fabrication
1. NITROGEN~BURST AGITATION PLATE HOLDER AND PROCESSING
TANKS

The processing equipment, with minor modification, was con-
structed and successfully used as anticipated in Phase 2
of this program.

The preliminary design oi the holographic plate processing
equipment was completed in Phase 2 of this program, and with
minor modifications and alterations, the equipment was con-
structed and utilized. In this section we shall look at the
construction and testing of the processing equipment in the
sequence of plate preparation.

The Type 649F plates as supplied by Kodak have silver salts
imbibed into the photographic gelatin, and these salis must be
removed prior to dichromate sensitization. We used flat photo-
graphic processing trays with 1200 ml of fresh Kodak Rapid
Fixer for each plate. This volume of fixer is ample for
removing the silver salts, and the use of fresh solution assvures
reproducible gelatin pre-~hardening. 1In order to uniformly
apply the fixing chemicals onto the plates, we used a two-axis
pneumatic tilt table. This table generates randomly related
sets of right angle waves in a shallow tray containing the
plates to be processed. The small, but adequate, volume of
liquid required to cover the plate is an advantage in mini-
mizing waste chemicals when the tray is used to add a chemical
solution to the plate, or when it is desired to control the
temperatures of the fluid.

Washing of the fixing chemicals was done with deionized water
in ten gallon tanks, shown standing on the floor in Fig. 12.
The stirring was provided by nitrogen-burst agitation built
into the plate holder, shown being held by the technician in
Fig. 12. Originally we had planned to build a nitrogen-burst
agitator in each processing tank, but we found that the holder-
agitator combination could be handled and positioned much more
quickly than separate holder and agitator fixtures. The nitro-
gen burst was provided by a valve actuated by a cam, which
gave a sudden "ON" burst, lasting about three seconds, followed
by about three seconds without flow. Tests showed that for
washing out chemicals absorbed in large plate emulsions, this
agitation method was very efficient and reproducible.
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Iv, DSDCG Hologram Processing Equipment Fabrication

2. HUMIDITY CONTROLLED DRYING CHAMBER

The processing equipment was designed anrd constructed to
provide film uniformity and reproducibility in the post-
sensitization drying and development.
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Although the plate drying following silver salt removal and
washing was accomplished by drying the plates in a laminar flow
clean bench with 55% relative humidity air, the drying stage
following plate sensitization was done in the fixture shown

in Fig. 13. A 24~inch diameter fan directed air through a
fibrous filter before passing over the plates at about a 45°
angle to the plate surface.

The surface of the plates, when wet, is very tacky and

quickly picks up dust particles from the air. The fibrous

filter served as a dust shield for the plate drying area. The
wet air was dehydrated by passing it over open tiays of constant
humidity chemical, calcium chloride (CaCl,.6H30), placed on a
shelf above the fan and plates. The dried air was then recir-
culated again through the blowing fan.

This entire assembly was enclosed in a light-tight, plywood con-
tainer, provided with temperature and humidity sensors for the
inside air that could be read from the outside. When the wet
plates were dried, the relative humidity would rise to about

65% in the 3 cubic meter volume enclosure before slowly falling
to 40% relative humidity. We found that it was best to operate
the circulating fan intermittently in order to keep the temper-
ature inside the chamber from rising excessively.

During the drying of the sensitized plate, we noticed that the
humidity in the drying chamber was significantly different from

that in the room environment where the exposure was to take place.

To offset the relative humidity "shock" that the sensitized
gelatin plate would experience, we arranged a forced air flow
over the plate during the settling time in the plate holder
prior to exposure. In this way the response of the gelatin
film was made more uniform over the large plate area because
the relative humidity influences film moisture content, and it,
in turn, influences film sensitivity.
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V. Full-Scale DSDCG Hologram Fabrication and Tecst
A, Full-Scale DSDCG Hologram Processing

1. PRE-EXPOSURE PROCESSING

e~

The hologram preparation techniques developed for small plates
were, with some modification, successfully applied to the
full scale holograms.

When photographic plates are ccated for commercial sale, the
manufacturer is basically interested in only that the plates
perform photographically, giving proper density upon light
exvosure and development. The hardness of the gelatin on the
plates is a minor concern to the manufacturer, and his only
concern is that the gelatin does not dissolve from the plate
during photographic development. Since the hardening of
gelatin in photographic plate manufacture involves trade
secrets,l3 we were not able to determine how gelatin hardness

ie held in tolerance and had to rely on empirical observa-
tions.

Our original tests on the hardness of Kodak photographic plate
gelatin were carried out on 2 x 2 inch plates by sensitizing
them by increasingly stronger dichromate concentrations

until the films would crystallize. For the plate preparation
methods of Table 5 and 6, these dichromate concentrations

were 0.6 and 0.9 molar, respectively. However, on the large
18 x 18 inch plates, the gelatin in the manufacturer's

coating batch must have been much softer than on the small
plates since sensitization with the 0.6 and 0.9 molar con-
centrations gave plates with severe nrystallization, copious
scattering noise, and low diffractiun efficiency. We adjusted
the dichromate concentrations to 0.4 and 0.5, respectively,

to eliminate the crystallization problem. Also, the hyper-
sensitizing salt, ammonium nitrate, was left out of the
sensitizing solution to prevent crystallization.

In preparation of the sensitizing solution we found that
when large amounts of methylene green dye (i.e., 10 grams)
were added to the dichromate solution (i.e., 1000 ml), the
dye had a tendenty to clump into water-tight pockets. Very
vigorous agitation had to be applied toc the mixture to
dissolve the dye. The precipitate formed by the dye and
dichrumate during sensitizing solution was removed by fil-
tration through medium speed filter paper. Since the
precipitate has a tendency to clog the filter paper, and
since the speed of filtration is an important factor, as
shown in Figure 6, we accelerated the normal filtration rate
by using large area filters or vacuum filtration methods.
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The precipitation of oxidized methylene green dye from solu-
tion during sensitization presented a special problem.
Localized, high concentration sensitizing solution pockets
would be formed around the precipitate on the gelatin surface
during drip-drying of the plate following sensitization.
These precipitate particles, although few in number, signifi-
cantly scatter the laser light during holographic exposure.
We tried several materials set on handles that would act as
squeegees for wiping the liquid material from the gelatin
surface along with the precipitate particles. These materials
included single and double-bladed soft rubber sheets, foam
rubber, leather chamois, air blades, and soft plastic. Al-
though each had its own merits, the single soft rubber sheets

were the best for removing precipitate without harming the
gelatin surface.

Since it is difficult to predict the optical density which
sensitization will impart to a f£ilm because of the variation
in gelatin hardness, we began our sensitization with a nominal
10 mg of methylene green dye per ml of sensitizing solution.
Density measurements on the sensitized plates showed that

the dye content can be dropped to 7 mg/ml while maintaining
adequate red light absorption. The optical density that the

plates had after sensitization did not appreciably deteriorate
during drying at 40% RI.

With red light illumination, however, the density dropped
steadily with increasing light exposure. If it can be assumed
that the dye fading rate is the same as in our previous
investigation for DSDCG plates, illuminated with 632.8 nm
iight, a total exposure of 300 mJ/cm2 should produce about a
2% reduction in red light absorption. This reduction is not
thought to significantly affect film sensitivit:.
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V. Full-Scale DSDCG Hologram Fabrication and Test
A, Full-Scale DCDCG Hologram Processing

2. POST-EXPOSURE PROCESSING

Large scale, high efficiency holograms can be recorded in

dye sensitized dichromated gelatin using graded alcohol
processing.

When dye sensitized dichromated gelatin plates are holo-
graphically exposed, they develop only a small amount of
diffraction efficiency. This small efficiency is typically
amplified in the development process by the sequential
immersion of the plate in a gelatin swelling liquid and a
gelatin collapsing liquid. The critical step in this process
is in the transfer of the plate from the first solution to
the second. Depending on the rate at which the dehydrating
alcohol reaches the swollen gelatin surface, large differ-
ences in diffraction efficiency can result.

We developed the exposed gelatin plates by first washing
them for 20 minutes in deionized water with nitrogen bubble
burst agitation. This step effectively removed the unreacted
dichromate and most of the sensitizing methylene green dye.
When the plate was immersed in the alcohol bath with nitrogen
burst agitation, however, the resulting diffraction effi-
ciency was over 70% but varied considerably over the plate
area. The efficiency variation was highly correlated to the

paths taken by the agitating bubbles rising to the liquid
surface.

To overcome this efficiency variation, a modified develop-
ment procedure was applied, where the holographic plate was
bathed in graded alcohol solutions. 1In going from the water
bath to solutions cont-ining 25%, 50%, 75%, 90%, and 100%
2-propanol by volume, the necessity for rapid agitation of
the holographic plate was obviated. The gelatin layer, in
taking the water-to-alcohol transition in a gradual manner
does not generate as much diffraction efficiency as when
suddenly shocked with 100% alcohol, and correspondingly we
achieved lower diffraction efficienci.s with this method.
The efficiency was very uniform over the plate surface,
corresponding to the holographic exposure energy. Detailed
quantitative efficienc,y measurements will be presented in
another section of this report, The graded alcohol bhaths
were applied to the large plates in open trays, causing a
large Concentration of alcohol fumes te appear in the
vicinity. We found that activated charcoal respirators were

necessary for the personnel to prevent pulmonary alcohol
intoxication.
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After the holugrams were developed and dried in dry nitrogen, %
a cover glass was sealed over the gelatin film to protect it i
from moisture and abrasion. For the sealant we used a clear '
epoxy resin, Epotek #305, with a viscosity of about 2,000 cp.
The viscosity of the sealant should be low enough to allow 3
4 spreading over the hologram area, but not so low viscosity H
a that bubble entrapment is excessive. After the two part !
; epoxy adhesive was mixed, it was degassed for bubbles under i
vacuum. The resin takes about 24 hours to gain a firm hard- i
ness, and it does not photodegrade easily with sunlight i
illumination. The holograms sealed by this method had '
excellent clarity and low scattering noise. The diffraction :
efficiency was not significantly changed from the unsealed ’
to the sealed state, indicating that surface relief on the :
gelatin surface was small in comparison to red light wave- !
length and the holographic lens was recorded as a volume, '
phase image without substantial cracks in the gelatin surface.
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Full-Scale DSDCG Hologram Fabrication and Test
Full-Scale DSDCG Hologram Exposure

1. PARAMETERS

The dynamically stabilized exposure apparatus maintained

fringe stability during the 2.25 hours required to expose the
full scale hologram lens on DSDCG.
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The fringe control system, developed in Phase 2 progran,
servo-locked the axial phase difference between the exposing
beams. Fringe stability was maintained during the 2.25 hours
required to expose the full-scale hologram. This successful

long-time exposure is evidence of the stability integrity of
the complete exposure system.

The krypton ion laser's single frequency 647.1 nm output,
cperating under light control, was 400 mW, Higher power
spatial filter objectives were used to improve the illumina-
tion uniformity across the 16" hologram aperture. However,
trade-offs between the degree of uniformity and length of
exposure time resulted in approximately 300 mJ/cm? variation
in exposed energy. The exposed energy, at various horizontal
and vertical locations of the hclogram aperture, is shown in
Figure 14 for the 2.25 hours exposure period. Further

improvements in exposure uniformity were possible but not
implemented because of lack of time.

The beam ratio of the exposing beams measured 2:1. At the
center of the hologram lens, the energy of the converging
and diverging construction beams was .028 mW/cm? and . 050
mW/cm<, respectively. The calculated fringe visibility is
94% of maximum visibility of one for equal intensity beams.

After the 18" square DSDCG plate is positioned in the holo-
gram recording plane, minor adjustment of the fringe control
interferometer is required to center the low spatial fre-
quency control fringes on the detector. This adjustment is
necessary to compensate for slight perturbation of the trans-
mitted construction beams through the glass substrate of the
DSDCG emulsion. However, the adjustment requires typically
less than one minute with the exposure shutter open. The
absorbed energy during this period is negligible compared

to the total exposure energy required.

With the exposure shutter closed, the control output of the
integrator in the control electronics remains constant.

Upon releasing the shuttex, the control electronic integrates
phase difference between tihc construction beams. The control
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output drives u piezoelectric translator correcting any phase
difference variations during the exposure.
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V. Full-Scale DSDCG Hologram Fabrication and Test

C. Full-Scale Hologram Characteristics

1. DISPLAY GEOMETRY AND INTERMEDIATE IMAGE PLANE

The full-scale hologram HUD geometry at 632.8 nm is 48.82°

off-axis with a 25 in. eye relief. The intermediate image
plane tilt is 14° at 14.97 inches focal length.

The full-scale hologram recording apparatus was designed and
fabricated for a 50° off-axis symmetric transmission con-
struction geometry. Slight modifications to this construction
geometry is required for optimal 632.8 nm wavelength recon-
struction in a symmetric configuration. This is summarized

in Table'7, and a vertical section of the HHUD geometry of

the full-scale hoclogram is shown in Figure 15.

Computer ray trace data of the hologram's focal surfaces
are plotted in Figure 16. The relay lens system design
represents a complex task because of the disparity in object
surfaces and is not within the scope of this Phase 3 program.
However, an intermediate image plane can be selected to

provide display imagery from the 4" square diffusing screen
of the acousto-optical laser scanner.

The intermediate image plane is the bisector to the axial
tangent planes of the spheroidal focal surfaces shown in
Figure 16. This image plane is tilted vertically towards
the hologram, 14° from the optical axis normal at the focal
length of the lens, 14.97". The rejuired input size for 259
circular FOV can be measured from the optlcal axis to the
extreme field points on the 1ntermed1ate image plane,
incident points for the +12. 5° field rays.

+ 3.75 in.

A horizontal
is necessary for 25  horizontal FOV.

With the 4" square diffusing screen, tilted 14°

and -3.19 in. is adequate for 25 vertical FOV.
dimension of #3.31 in.

Residual aberrations will exist in the display imagery of
the intermediate image plane (4" square diffusing screen),

because of the absence of an aberration-correcting relay lens
system.
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Full-Scale Transmission Holcgram
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i Construction at 647.1 nm Reconstruction at 632.8 nm
e e e e o e e U s a
Asymmetry angle 00 (Symmetric) 0° J
Off-axis angle 50° 48.82°
Focal Length 14.58 in. 14.97 in.
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Fig. 15. Full-scale hologram HUGD geometry at a dis-~
play wavelength of 632.8 nm.
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V. Full-Scale DSDCG Hologram Fabrication and Test
c. Full Scale Hologram Characteristics

2. EFFICIENCY AND SCATTER

The full-scale hologram display geometry at 632.8 nm was con-
firmed experimentally. Peak diffraction efficiency of 42%
was measured with approximately 1-2% scatter.

Symmetry, off-axis angle, and focal length of the full-scale
transmission hologram was experimentally measured at 632.8 nm,
the operating wavelength of the laser scanner. The display
geometry of the full-scale DSDCG hologram lens was confirmed
to be 48.82° off-axis, symmetric transmission with a focal
length of 14.97 inches. Detailed discussion of the test
procedures can be found in Reference 14.

Chief ray efficiency and scatter, measured at 632.8 nm, is
plotted in Figure 17, Diffraction efficiency is the percent
of incident light diffracted into the first order. Scatter
is the percent of incident light loss not accounted for in
diffracted and transmitted light, corrected for surface
reflections and film absorption. Peak efficiency of 42% was
measureé at the hologram optical center. With typical
reflections of 6-7% and absorption (measured in unexposed

regions) of 16%, the scatter of the processed DSDCG hologram
is well below 5%.

Note that chief ray efficiency and scatter data was measured
and plotted for field angles greater than the 112.5° FOV.
Because chief rays of the HHUD system are construction rays of
the hologram lens the graph in Figure 17 also showe the
diffraction efficiency variation across the 16" diameter
hologram aperture. A direct correlation exists between this
variation and the exposure variation (Section V, Topic Bl)
across the hologram aperture. Consequently, chief rays
incident at points of high exposures, near the hologram
optical center, had high diffraction efficiencies. Because
diffraction efficiency does not appear saturated versus ex-

posure, higher diffraction efficiency could pr«bably be
attained with increased exposure.

During a laboratory display setup of the full-scale trans-
mission DSDCG hologram lens, ghost imaging was noticed in
the display imagery. Consequently, this secondary imaging
was tracked down to actual weak holograms of ccnstruction
hardware and optics. These holograms were formed by
reflections of the construction beams off these construction
hardware and optics during the exposure. The overall
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intermodulated effect of these weak holograms is to produce
faint shadow-like images causing slight contrast reduction
and resolution loss. These secondary holograms can be
eliminated with antireflection coatings of problem optical
surfaces and re-anodizing problem construction hardwares.
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Vertical and horizontal chief ray efficiency
and scatter.
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VI. Reflection Hologram Collimatoxr/Combiner Design Study

A. Introduction

3
:
f
il
{
N
‘
H

1. BACKGROUND, OBJECTIVE AND APPROACH

The major objective of the NADC-HHUD Optical Design Study is to

establish the lirits on the use of flat reflection hologram
lenses in head-up display.

Ao s = K i X

eep— .- . ———— Y 800 s o et e s B 4 2

The principal elements in the Holographic Heads-Up Display
(HHUD) are schematically illustrated in Figure 18. An inter-
mediate image of the object surface is formed by a relay lens. :
This intermediate image is located at the focal surface of a ;
flat plate holographic optical element which is used as an :
eyepiece to present a collimated image of the object to the

eyes located in the exit pupil. The relay lens is located

~ close to the entrance pupil to the holographic lens in order i
to minimize its size. ;

B e A

The reflection efficiency of the holographic element is highly
wavelength and angle dependent. The holographic element there-
fore performs the dual functions of (a) eyepiece for the display
and (b) combiner glass so that the display is viewed against

the outside world seen through the holog:iraphic element. The
angular sensitivity of the holographic element's reflection
efficiency requires that the holographic element be constructed
with point sources located close to the desired entrance and
exit pupils. This ensures that high reflection efficiency of

the chief rays occurs and a wide field of view (FOV) optical :
system is obtained. :

The major objective of the NADC-HHUD Optical Design Study has
been to establish the limits on the use of a flat reflective
holographic optical element in the head-up display (HUD) con-
figuration described above. To this end, the study was divided
into two phases: The first was a general parametric study of
flat holograms operating in a reflective mode, see Section VI-B.
The principal parameters of interest were 1) the off-axis

angle, ¢, and focal length, f, of the holographic element,

2) tilts and curvatures of the focal surfaces, and 3) the amount
of coma present. From the information gained in this phase of
the study, a holographic configuration of optimum parameters
was chosen as the starting point for the second phase of the
study — the design of a complete head-up display.
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VI. Reflection Hologram Collimator/Combiner Design Study
A. Introduction

2. DESIGN OBJECTIVES AND RESULTS

Pupil e:rrors in the final configuration of the HHUD design
were held to less than 5 mrad over the 25° FOV from a 3"
high by 5" wide "racetrack" exit pupil at an eye relief of
25 inches.

Design objectives for the display are given in cclumn I,
Table 8. The field of view is large (4 12.5 deg.), as is the
exit pupil (3 in. x 5 in.). Performance objectives were in
the form of requirements for binocular disparity and collima-
tion error (or accuracy). The results of the design effort
are shown in column II, Table 8. The present design nearly
meets the requirements over the entire field of view and over
a "racetrack" shaped exit pupil of 5 in. major axis and 3 in.
minor axis. Larger errors, exceeding 5 mrad, exist outside
the "racetrack," i.e., in the extreme corners of the 3 in. X
5 in. rectangular pupil. This degradation at the outer
corners is thought to be a limitation imposed by the present
relay lens design rather than a property of the holographic
element. The effective f-number of the relay lens is

£/0.95 for the diagonal dimension of the pupil; this f-number
is very low, and it stretches the limits of the triplet
derivative used for the relay lens design.

The final configuration of the HHUD design has the following
additional principal features: (1) a curved folding mirror to
improve packaging and to reduce the relay lens size, and (2)
cylindrical and tilted surfaces in the relay lens to compen-
sate for aberrations in the holographic element. This design
evolved with no guidelines for a cockpit envelope and should
be treated as such. The geometry can be varied within limits
and can be configured to fit in aircraft with large cockpits
such as helicopters. Flat plate HHUD designs for fighter
cockpits would probably require giving up some vertical FOV
or exit pupil size.
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Table 8. HHUD Optical Design Objectives and Results
I. Objective 11, Value
Parameter
Horizontal Vertical Horizontal Vertical

Field of View, deg. 25 25 25 25
Exit Pupil, in. 5 3 5% 3*
Eye Relief, in. 25 25 25 25
Syst<em EFL, in. 9
System f-Number 1.8 3.0 1.8 3.0
Object Surface Diameter, in. 4
Object Surface Tilt, deg. - - 17.4
Hologramn EFL, in. - - 14.9 14.9
Hologram Off-Axis Angle, deg. - - 43
Hologram Size, in. - - ~ 16 ~ 15
Relay Lens Magnification - - 1.66 1.66
Relay Lens Size, in. - - LV LA
Resolution, mr. 1 1 <1 <1
optical Efficieny 807 80% 8sz” gy’
Binocular Disparity, mr.

a) over central 15° 2.5 1.0 N 2.0 N 2,0

b) 15° to 25° 2.5 1.0 "~ 2.5 v 2.5
Collimation Error (accuracy), mr.

a) over central 15° 1.0 1.0 ~ 1,5 v 1.5

b) 157 to 25° 1.0 1.0 n~ 2,0 v 1.5

*Nominal racetrack shape
+ Peak value; 60% average across pupil
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VI. Reflection Hologram Collimator/Combiner Design Study

B. Parametric Study

1. SCOPE OF THE PARAMETRIC STUDY

The scope of the parametric study was defined by general
1 paraxial considerations of the f# and size of the hologram

3 and relay as related to the pupil locations and hologram
g focal length.

The scope of the parametric study was set by general paraxial
considerations. These considerations, as illustrated in Figure
18 are a) the location of the pupils and the hologram focal

length, b) the hologram and relay lens f-numbers, and c¢) the
diameter of the relay optics.

I

TE TR A

To maintain maximum efficiency over the entire field of view,
it is necessary to construct the hologram using point sources
located near the entrance and exit pupils to be used in the
display configuration. The distance form the exit pupil to
the hologram, Ry, is required to be 25 inches, see Table 8.

The entrance-pupil-to-hologram length, Rp, and the focal 1:ngth,
£, are then related by

TERTY A

T T T,

=§'J;+
l
3

cheYe s T SR E )
Fh =
3

8 |

and the f-number of the hologram, FH' is

: Fy = £/D
3

where D is the exit pupil dimension. Further, the nominal size
g of the relay lens, D_, is determined by the size of the hologram
3 exit pupil; the effective f-number of the relay lens, F_, is
determined by Fy and Fg where Fg is the overall optical system

f-number:
R
2
D, = = D
R P‘l
1 1 1
_— = =Ne e
Fp  Fg  Fy

Figure 19a shows generally how the f-number of the hologram
and the relay are related to R, and the hologram focal length,
f. The relay can be seen to be very fast for small R, (small f).
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Figure 19b shows how large the diameter of the relay optics %
can get for large K, (large f). 3 i
= N 4
s . . . . : 4
With these facts in mind, the scope of the parametric study was : 3
defined in terms of two properties: The hologram focal length i E
and the off-axis angle, 4. Holograms with focal lengths of N :
10, 12, 14, and 16 inches and off-axis angles of 20, 40, 60 g z
and 80 degrees were investigated. Counting all possible com- F f
binations, the study involved 16 different configurations. ; E
{
4582-23 H 3
40 T l T .
L o REGION OF HOLOGRAM : §
" PARAMETRIC s’ : 3
3.0~ TRADE-OFF 1 ) :
« ‘
w K 5
g 20 : i
5“5 ] 3 3
Z / l ; E
o < 4
7 :
o 0 [ RELAY P
s} ] ! i 1 | *
o 10 20 30 40 50 Ry, in.
: L . L I ! J J , 3
3 a) 21 111 136 154 167 EFL,in. p
E 4582-24 i
E £ HORIZONTAL :
< g T . i
. = :
2 E - - F
4 o :
3 z 10f - :
3 - VERTICAL
3 e N
3 u.
3 o B 7 :
3 « -
w - — p
= i
g 2 p
z ‘ B s
(o] = .
0 in, 3
2 . i
| |

EFL,in.

b}
H2 = DISTANCE OF ENTRANCE PUPIL. FROM HOLOGRAM
Ry = 25 in. = DISTANCE OF EXIT PUPIL FROM HOLOGRAM

Fig. 19. Paraxial interrelationships between
(a) hologram and relay lens f-
numbers and (b) hologram focal
length and relay lens size.
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VI.

Reflection Hologram Collimator/Combiner Design Study

B. Parametric Study

=7

2. FOCAL SURFACE TILTS
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The focal surface tilts of off-axis holograms increase with

increasing off-axis angle and are nearly independent of focal
length.

Focal surface tilts of off-axis holograms in general have two
separate focal surfaces, one for fans of rays traced in the i
plane of symmetry (horizontal) and one for fans of rays traced
in the plane of asymmetry (vertical). These two focal surfaces

are tilted with respect to the optical axis. The direction ;
of the tilts tends to bring the focal surfaces parallel to the :
hologram. More importantly, the focal surface defined by
vertical fans is tilted at a greater angle than the surface
defined by horizontal fans. This disparity in tilts is quite
a problem because there can only be one tilt to the object
surface; the problem is ultimately solved with cylindrical
elements in the relay. Figure 20 shows that both focal

surface tilts increase with increasing off-axis angle and are
nearly independent of focal length.
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VI. Reflection Hologram Collimator/Combiner Design Study

B. Parametric Study

3. FIELD CURVATURES

Reconciling field curvatures of the toroidal focal surfaces
is a major factor in choosing the holographic lens configura-

tion. _J

Field curvature — in addition to being tilted, the focal sur-
faces are generally toroidal, i.e., having different horizontal
and vertical curvatures. Reconciling these four curvatures

was a major factor in choosing a baseline holographic configuira-
tion.

Figures 21 and 22 point out the wide variation in field
curvatures. However, it should be noted that the differences
between the four curvatures is minimized when the focal length
is in the region of 14 to 16 inches and the off-axis angle is
about 40 to 60 degrees. 1In particular, the curves shown in
Figures 21 and 22 intersect at certain points at which two of
the four field curvatures are equal. It is important to obtain

nearby equal field curvatures because large inequalities are
very difficult to correct in the relay lens.

Figure 23 is an alternate way of graphing the information about
field curvatures and makes use of the intersections of curves

on Figures 21 and 22. Reference to the legend on Figure 23 shows
that lines A, B, C and D represent conditions (values of focal
length and ¢) where certain field curvatures are equal. Of
interest is the near-intersection of lines A, C and D. 1In
this region, three of the four field curvatures are equal.
This situation where three field curvatures are equal is also
obtained at the intersection of lines B and C. From an optical

design standpoint, this equality of field curvatures is very
desirable.
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VI. Reflection Hologram Collimator/Combiner Design Study

i
i?;

2
4
4. ABERRATIONS z

Coma, the dominant aberration in symmetric reflection holo-

grams, is minimized for small off-axis angles and large focal
lengtns.

Aberrations — Coma is the dominant aberration, but some spher-
ical aberration is also present. The holograms considered

in the trade-off were constrained to operate in a symmetric
fashion, where the normal of the hologram kisects the off-

axis angle. This arrangement eliminates axial astigmatism

and minimizes dispersion. Small off-axis angles and large
focal lengths are indicated by Figures 24 for the minimization

of coma. Further, at large focal lengths the coma is nearly
constant across the field of view.

Sy

In addition to the above, there exists an aberration made
apparent by fans traced from horizontal object points. There
is a total lack of symmetry across the pupil of these fans,
which causes horizontal image errors for fans of rays traced
in the vertical section, and vertical image errors for fans
of rays traced in the horizontal section. These image errors
are usually small in concentric optical systems, but have to
be considered during the optimization of a highly off-axis
optical system. They were not considered as part of the

holographic element trade-off, but were compensated for during
the HHUD optical system design.
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VI. Reflection Hologram Collimator/Combiner Design Study
c. Ba‘seline Hologram

1. P/\RAMETERS

T™,e baseline hologram is a 43° off-axis symmetric reflection
hologram lens with a focal length of 14.9 inches.

The parameters chosen fox the baseline hologram are a focal
length of 14.9 in. and aa off-axis angle of 43°. Two of the
four field curvatures uare equal. Column I of Table 9 summarizes
the properties of inis baseline hologram. Figure 25a shows

the pupils of the hologram along with intermediate focal
surfaces formed by vertical fans.

While we were not constrained to any particular cockpit
geometry in this design, it was reasonable to assume that
(a) a fold would be needed in the optical path between the
entrance pupil and the hologram, and (b) the large focal
length implied an overly large relay lens. Using a mirroxr
with some optical power to make this fold, we were able to
reduce the pupil-to-hologram distance from 36.9 inches to
29.9 inches. Another result of the addition of the folding
mirror, and one having an even greater impact on the design,
was the reduction in the size of the relay elements from
approximately 7.5 inches to about 5 inches. Reference to
column II of Table 9 shows that the curved folding mirror
produced other small changes and indeed helped the balancing
of field curvatures. The hologram and folding mirror pro-
duced other small changes and indeed heiped the balancing of
field curvatures. The hologram and folding mirrcr are
pictured in Figure 25b.
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TABLE 9. Properties of Baseline Hologram
Property I. II. .
Refore Folding Mirror After Folding Mirror
Of f-Axis Angle, deg. I 43 43
Focal Length, in. 14.90 14.86
"2 otogran, i 36.9 29.9
Implied Relay Size, in. v 7.5 N 5.0
For Vgrtical Fans
Field Tilt, deg. 56.7 56.6
Vertical Radius, in. 29.6 20.6
Horizontal Radius, in. 46.2 23.7 :
For Horizontal Fans i
Fleld Tilt, deg. 37.5 38.2 |
Vertical Radius, in. 53.6 25.7 |
Horizontal Radius, 1n. 29.8 19.7 Jl
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B)  WITH FOLDING MIRROR

Fig. 25. Vertical section of hologram.
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Reflection Hologram Collimator/Combiner Design Study

C. Baseline Hologram

2. GEOMETRICAL ABERRATIONS

hologram is approximately 13 mrad on axis.

The geometrical aberrations of the baseline holographic
configuration are given in Figures 26a and 26b. As pre-
viously mentioned, coma dominates, amounting to about 13 mrad

on axis. The aforementioned lack of symmetry for horizontal
field points is clearly shown in Figure 26.
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Fig. 26(b). Geometrical aberrations ¢f baseline hologram for
horizontal field angle of 12.5 degrees.
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VI. Reflection Hologram Collimator/Combiner Design Study

C. Baseline Hologram

3. CONSTRUCTION BEAMS

The baseline hologram is constructed with point sources centered

at the entrance and exit pupil of the HUD systom.

3
3
=
=
&
%,
3
E
EJ

The hologram is constructed using two point sources centered
at the desired pupil locations. The beams associated with
these points can be termed the reference beam and the object
beam. Thz2 holographic element construction optics are

shown in Figure 27. The reference beam simply diverges from
point R located at the exit pupil. The object beam converges
to point 0 at the entrance pupil. The £/1, 36 inch EFL
spherical mirror in the object beam and the cylindrical ele-~
ments in the object beam were designed, specified, and pro-
cured as part_of Phase 2 of the Flyable Hologram Lens Develop-
ment Program. These cylindrical elements are used to correct
aberrations inherent in the off-axis use of the spherical

mirror so that the aberrations in the object beam are insig-
nificant.
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VI. Reflection Hologram Collimator/Combiner Design Study

D. HHUD Relay Lens Design

1. PRELIMINARY DESIGN

A Cooke triplet was chosen as a starting relay lens form used

to image the object plane onto the focal surface of the
holegram.

A relay lens is necessary to imaye the obiect plane onto the
focal surface of the hologram. While the object plane may be
either the diffusing screen of a laser spot scanner or the
CRT display, exact method c¢f display has little bearing on the
design beyond the assumption of monochromaticity. Parexial
calculations showed that the relay lens must have those pro-
perties listed in Takle 10. The relay lens is somewhat fast
as was foreseen. A derivative of a Cooke triplet was chosen
as a starting point (Figure 28), and the relay lens was
optimized to roughly a 3 mrad system using a combination of
3rd order, 5th order, and reai-ray aberrations, Figure 29
shows the geometrical aberrations cf this interim relay.

458236
’ﬁ\ Ti— e /\‘
OBJECT | — — A } HoLOGRAM
SURFACE | — IMAGE
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Fig. 28. Preliminary design of the relay lens.
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Paraxial Properties of the Relay Lens

s Characteristic Value
] ]
g Distance from Hologram, : 29.9

Magnification - I.66%

Focal Length, in. ) 5.64 4
f-Number 5 k

Horizontal .13 i

#
Vertical 1.88 g
g
Diameter of Optics, in. 5 3
Object Surface Size, in. ' ‘ E
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VI. Reflection Hologram Collimator/Cembiner Design Study

b. HHUD Relay Lens Design

2. OPTICAL SYSTEM DESIGN OPTIMIZATION

TR T TR TR

Optical system design opuimization is performed on head-up
display configuraticin, the c¢ombination of the baseline
hologram geometry with a preliminary relay lens design.

B Cros iy

T,

At this point, with the hologram and relay lens designs
established separately, what remained was tc combine them in
the head-up display configuration and perform the detailed
optical system design optimization. Merely placing the relay
lens at the entrance pupil of the hologram neglects the

fact that the hologram has two scparat¢ image surfaces tilted
at different angles. A method is needed by which the twe could
be made to coincide. It is preferakle to f£find a means of
controlling the focal surface definad by vertical fans, since
it is tilted at a greater angle.

e g‘\wq,r;;:mmnwﬂﬂmﬂﬂ TR R

The solution to this problem involves the use of cylipdrical
lenses. A negative cylindrical lens was placed betwecn tne
foiding mirror and the relay, just after the hologram image
surface, see Figure 30. It is tilted 22 degresas in the
direction opposite to the tilt of the hologram image surface.
Its orientation is such that the cylindrical axzis is horizontal
and the element is much closer to the hologram image surface

at the bottom than at the top. The net effect is that the

lens exhibits power for vertical fans and acts to set the
focal surface {for vertical fans) in a more upright pogition.
The focal surface for horizontal fans is alsc affected some-
what, so that the superposition of the two surfaces resuitls
in one which is tilted at approximately 45 deyrees.

A sccond cylindrical lens, used to correct the astigmatism
introduced by the first, is placced between the fourth and £ifth
elements of the relay lens; its cylindrical axis is alsc hori-
zontal. The resulting HHUD could be desned a 12 mrad systenm
with coma as the dominant aberration.

The eliminaticon nf the larne coma contribution and the final
optimization of the system are the next concerns. Again,
experience led us to beliave that either decentering or tilting
relay elements and surfaces would help to bring dowa the amount
of coma. WWe deterwined chat tilting surfeces offared a more
efficient means of correction than decentaring them, We wara
also able to "manually" approximate 2 solution well enough so
that the automatic aptimization procedure 0f the computer
program had po trouble converging,
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VI. Reflection Hologram Collimator/Combiner Desig. Study

D. HHUD Relay Lens Design

3. HHUD OU'TICAL SYSTEM

Geometrical aberratinns of the final HHUD optical system are
within S mrad along the 3 inches vertical and % inches
horizontal axis of the pupil.

The resulting HHUD optical design is depileted in Figures 31
and 32. The object surface tilt has decreased from 32.4 to
17.4 degrees. The geometrical aberrations are shown in
Figures 33a and 33b., With the possible exception of the«
~12.5 degree vertical field point, it would appear that we
have a 1.5 to 2.0 mrad system, 'This conzlusion is partiilly
misleadiny, in that Figures 23a and 33b represent only those
fans traced along the x and v axes of the pupil; no inlorma-
tion is given about the rest of the 3 inch by 5 inch rec-
tangle. A more detailed analysis covering the whele pupil
apd using the specified errors of binocular disparity and
collimation error was therefore performed.

i

2 stk o O N AT L4

i . ," - ' [ ‘_““. g 4
T AR A VS T LR R TS LW R 2] SRS w B L PSS IS RS er i

E
b
3
?
'é
E
g
¢
¥
Z
K
;:
3
;
!é
:
E
k

iS
3
=
i

1L AL R RAL L AR e

w
RS

LY 2 LR el AT N L s n

5,

T R AR AR RO -
) Ry i ke ads Sk Ao L TSI ST o al R R i S 2 SES S

I e o ko A \ v

S PR ST I Tt o 1V o, o == O o o Ainl S




A2

[

T L T I R I S T L L Py,

HOLOGRAPHIC
ELEMENT

EXIT PUPIL

CURVED
FOLDING

MIRROR \\ ,. -

g R T A g T e oy T O S e o T e Tl
*
/

T {m PR

Fig. 31.

FIELD LENS

CYLINDRICAL
LENS

Vertical section of HHUD.

4587-36

T
- - /,// -
'// ':g‘;_;‘,*g“/ {
. vé — C—' 3 . N
r<1'{:‘:"“"“ T e e i . T
! \._ — e > = §— ! $ pred
M_/:\ e e T S s 2 KT
— - G - o . PR
‘ "~ e ~~ -~ ~. _.,(« \1 b"':‘ L"K
- T = T —— i Ayl (3~
e T s =y
\‘\-.. . ot
b R i \'\'\:‘"N’\ t

| LAl ML ARl LA AL S S S A N R et Sl B b LA S R e P et iR i el
\
A}

Fig. 32.

YRR e Y

Horizontal ssction of HHLD.

95

B R Pt R P T T P

TILTED CYLINDRICAL

o
= g

4582-40

0OBJECT
SURFACE

X

5,
%&u&:zmmmmm%mﬂwm.mwmmw i

T T L o T LRI e 7 or < O S o



RS NE I

e e A e e AN, —.
458241
6.0b— l ‘DY ! ‘ -
- "‘——o—-‘DY
] DX —z““'i:m 12.5 1n: ___,1--‘--———"":'2 DX
yg i /’
i -0.06 -
;
F — = ; &
E in -1.5n. 0 1.5 in. -Z.g n, 0 2.5(in.
Er Y1, n, X1, in.
3 0.05\- ~
3 - by
DX : -——-——"—'-—.
'00-'{- ) NOTE: 0.05 n. = 5.6 mr AT THE EXIT PUPIL ]
Xj, Y‘l = ENTRANCE PUPIL CGORDINATES Xeo Y * LINEAR IMAGE COORDINATES
Q, = OBJECT ANGLE Dx. = o OF GENERAL RAY
- = =1 - v %k T % e Dy o= Yk - Yk
Xeo Vo= IMAGE CQORDINATES OF CHIEF RAY
Fig. 33(a). Geometrical aberrations of HHUD (horizontal field
angles),
96
e s — T W N U S S e s I Far i T T e T L2 e 3 T e ik Ry

YA P 0, AR S A S 0 A 5 B 2 BT ARG A i oA 21 ALt oI Y s S o retin g £

AR

ey T

7Y

ROTA BT IRY

Vb L an B, b Rt ph

Wit e RIS L £



Zar e p e T o LS L Vg S TR T

0.05 DYi 0, ] 4582 - 42

DY
DX

~-0.05 —

0.05 i~ -]

i

-0.06 —

R I A P T 7 T S o w R T L P AT 7 W G 1y et Ve TR Y
<
o]
>
3]
o]

0.05 |~ -
© ___—ADY
o Op - —" a 0 DX

-0 05 }—

i\ Yoot i Mg LA

Eii
A IV S TP DL FTAT 'S

3 0.051~ —

-0.05 }_ -

0.05— -]

-0.05

l | i
-1.5mn, 0 1500, 0 2.5 1.
Y}. n, Xl' n.

NOTE 0.05wn, 5.6 mr AT THE EXIT PUPIL

Fry. 330 . Geonmsirical berrations of HHUD {(verti-
cal ficld analegy,

TRy T RO PO TR R T S R P T Y e T T T

97

“ 3 'y
E‘M/&//@;Ml,ﬁmmmu Fod 12 R AN Y AR ] N N e AU BN LA AL A N N LN

S e 3 e A Sk A ik et A A 0 B 1 2 a0 O A w256 0 o M A, 2 D T B N A % W T ga T et T DN WA B e o M TS



Ere it T TIET A
s T T TR P S WY . SRR T
g g S T i TR T LRI T TR, g e Al S N G SikicA s

VI. Reflection Hologram Collimator/Combiner Design Study

E. HHUD Performance Evaluation

1. DEFINITION — BINOCULAR DISPARITY AND COLLIMATION ERRORS

Binocular disparity is a comparison of the image seen by the

left eye to that seen by the right eye. Collimation erreor is
a measure of the variation of image location.

%
|
|

Binocular disparity (BD) is a comparison of the image seen by
the left eye to that seen by the right eye. If Da and DE
denote the horizontal and vertical angular deviations of a
ray from the reference ray, and if "left" and "right" refer

to the eyes, then horizontal and vertical binocular disparity
are defined by (sce Figure 34a}:

BDX = Daleft - Duright

et AT b AR SRS AR S 2 R

BDY = Daleft - Dﬁright

Collimation error (CL), also called accuracy, measures the
variation of image location, for a given point in the image,
ag the viever's eye moves within the exit pupil. It is the
variation in the average position of the point which is seen
by both eyes and is defined ky

A LR o, S Bt 2 YT A

CEX = (D“left -maright;/z

~ = K o \ e
CEY (Dﬁleft r D”right’/2

e i, ol 2 B L ST e WAL Pt

RV,

The sgcheme used to evaluate these 2uantities over the whole

pupil and for the entire field of view is described below,
and jis illustrated in Figure 34b.

Lr et

The first step is to choose

a field angle. Tue: degree of symmetry depends on whethor the :

2 £ield angle is vertical or horizontal. For vertical field :
angles the system exhibits bilateral symmetry: only half of

E the pupil need bc considered because the other half is

v identical, For horizontal field angles there 1s no symmetry

g‘ and the peilrormance across the whole pupil must be examined.

% The secend step is £0 trace rays across the pupil (or half

B
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pupil) from the chosen field angle and evaluate the anqular

image errors, Da and DB. The rays are tiraced across the ‘ ;
pupil in a raster fashion: 1left (L) to right (R}, top to 3
bottom along seven horizontal lines separated by 0.5 inch. »
Binocular disparity and collimation error are calculated from |
the above equations using two rays separated by an assumed E
interpupillary distance of 2.5 inches. E
4582-43 x E

Dp'ef( =0
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; Fig. 34a. Definition of binocular dispavity and col- :
1 limatjon error. ;
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VI. Reflection Hologram Collimator/Combiner D=z=sign Study

E. HEUD Performance Evaluation

2. DATA - BINOCULAR DISPARITY AN COLLIMATION ERRORS

Oover most of the 25° circular field and much of the 3" x 5"
exit pupil of the designed HHUD system, pupil errors are within

1 or 2 mrad.

e 1ot

PR

One can consult Figure
parity and collimation
Each figure gives data
positions to cocver the
amount of information,

35 and find values for binocular dis- ‘
error, both horizontal and vertical. !
for one field angle and sufficient eye
whole pupil. Out of this large

some c¢onclusions become cle~~:

a. Over most of the field and much of the pupil, these :
curves agree with the geometrical aberrations shown !

in Figure 33a

and b, i.e., that the system exhibits

1l to 2 mrad c¢f error.

b. Close inspection of Figure 35 shows that the signi-
ficant departures from the 1 to 2 mrad level occur

generally for the corners of the pupil. This is
true for all field points.

To achieve the specified performance over the entire 3 x 5 inch
rectangular pupil seems unlikely with the present design.

It is therefore recommendeda that a racetrack shaped pupil be
used; this pupil would have extreme dimensions of 3 inches
vertical by 5 inches horizontal, but would not include the
corners of the 3 x 5 inch rectangular pupil. As was mentioned
previously, the drop in performance in the corners of the

pupil is believed to be a limitation of the relay lens design

form.

100




4582-45

BDX -

FrrTh it

TTTT

~ 7

BDY‘*E::!"—::!:'=0—3:’=0-0~'=0-o-oé!5-o~.~:3!=-o=

10 mr —

7“

~10.mr 4

CEX &—M’“‘—”‘-‘?ﬁ
e
-

CEY Eﬁ_!i&_h.-o‘_““_om ‘*}_-..‘

—

0 —

—

NN EEEREN Ll Ly 1l

PUPIL X L
PUPIL Y

Fig. 35.

Binocular disparity (BD) and collimation error (CE)

S

o it ot bt ida DB




Il
‘
A
!
‘
4
L
I
)
;
5
1
L
2%
|
s
¥
fp
3
\f‘
Iy
N B
3
4
f 1
14
i 8
v 19
t “
B
yﬁ#

e e eoas T w1, Bt s wiod TLAT BESL

[OUSE—

4

; ;
3 ;
3 | AL D L I AL B L ;
? BDX };;,_o ‘/p=n:s_;,n=n=n_i,‘eazn_;j,_.-_;;i,,_. ;
: — '?
; -/

BDY }

3 —
-
b b
; —
"
d — ;
| - -—W fo-o ,
3
3 L
3 -
-
e
‘j ——
-

!

| 1
PUPILX L cL
PUPIL Y 1.5 1.0 05 0 ~0.5 -1.0 -15

Fig. 35. Binocular disparity (BD) and collimation error (CE) at ver-
3 tical field angle of 8.8 deyrees.

102

;e Srem mem PESURT PR g S
o . e s e _ - = ik ar LoE e SR S S T
il




¥
¥
- Y

3 !
.,{ B
S ’
. 5

o
* i

:

N

LA T L @ e i

4582-47

TP

_-TI'TT{TT—IIIl[]lir,]jllrll]ilrr

|

|

[ rri

CEY

|

!

e

—lll

e
e e

BDX 4/’!‘-. .f!"" ‘;!:9'° ‘/p!". _
C _

o |- ~ ;;;;0—0-3;0-0—0—'-0~0-o:::!=‘-0 ]
10mr:

-10 mr

—

-
—

|
PUPILX L c ct ctL
PUPILY 15 1.0 0.5 0

g i

m, e et AR
i

103

cL
-0.5

N o R s

cL

[ N A RN e A
L C

ctL

-1.0 -15

[ S T

Fig. 35. S8inocular disparity (BD) and collimation error (CE) at
vertical field angle of 12.5 degrees.

. ' . P
RTINS TT SR NTIRCE RPSLY FPESS LKL RN

A o e

A A

S wrbabis arn,




] ] 458249
PP PPy v rrtrrrirt ety brirea
—
BDX — \" \-‘ "0,..., hon S SN o
~ = §
- 10 mr —] ;
CEX b SO, T DG DN SO SN Sy g (
- 1
— =10 mr :'
o ] |
. —t 1
CEY b LS | %
IR EEEEEENEE NN N RN NN NN . !
PUPIL X L cL cL cL cL cL cL c l
PUPIL Y 15 1.0 05 0 -05 -1.0 -15 §
{
|
Fig. 35. Binocular disparity (BD) and collimation error (CE) at verti- i
cal field angle of -8.8 degrees.
i
i
g
}
104

$

it

ey ,“4_; £y

. .
! . s s, " f)
bt el oot St b P ¢ BN B LV N DS PEATIAL

TV




2 s,wg\.hﬂ«m.dm.«ql.i J«ﬂ?{«)ﬂ&\ﬂﬂﬂu\r: e
' . IR
'

K L TR N e T

.

B it/ A s GRS

747

T
5 7 LA e e WA L ‘
', . TIRAAW K AT N T LR
4 "

4582-48
T

revyirTirroi

NGRS AT T v
ORI Rl -

O AR e e
YR AN SRR ALY SISO EE Y 9

" .
bR i O il iy

NS
SN R T e I

L

T

I T O O T Y O T
ctL ctL

cL

0 O

|

1t 14l

||

L1

cL

ctL ctL

L

TTTTTTTT
[ &
BDY_E‘*M—WWW,#

. ‘. 4
s IR AP

L e I s e o e U 88 i a1 2o fh a T tacs i Do s gt i

sl el ot gl S e 08 4 o sl gl SRR

PUPIL X

”1.5

-1.0

0.5

1.0 0.5

1.5

PUPILY

Binocular disparity (BD) and collimation errors (CE) at ver-
.5 degrees.

tical field angle of -12

Fig. 35.

PRI

Nabes TSNS

» P ; Mg s 22
R eI SR SRLE

A g A

105




!
554
E

RS e

T

I
%

PRI

ook ST TR

L S e A O il i ik X EE i

T

T

Lo e

e e i e VT IO O
. i o s = o T 2 S i

A582-50
RS IRB R VIEERR B R R EEEEEEE! ___;
BCX Mr\

-
-

.
:

BDY '\,"*N.WW'\\\ :
- ——

- ]

- -~

- 10 mr -

AR

CEY MM&MM*'M )
IR NN NN NN AN NN AR NN .
PUPILX L € RL € RL € RL C RL C RL € BRBRL € R
PUPIL'Y 1.5 1.0 c5 0 -05 -1.0 -15

Fig. 35.

R
2
1
k!
23
3
N
<
3
A
§
»/
k-

Binocular disparity (BD) and collimation error (CE) at horizont- |
al field angle of 8.8 degrees.

106

AN 5 RN L2 E ot a ki

PRSI

PUSTUURRY O VEFIIO I T

w43 A sabe

.
;
4
4
E
%
3
H
[
:




i - - t‘rn\‘;i,mi%
} § B
% P
¥ $ ]
¥ N
1 §
f -
; § %
i , 4582-51 3
‘ rrrrrrityrrrt e e v et rr i rrrrrerr ey tert e g :
BDX- #M_W .
§ QDYWM‘ #2000 s-0000y -_
n 10 mr —
,“ CEX WWM*MO =t
E - =10 mr —
f CEYE'M *-0-0- . ]
{ IR N NN NN RN NN NN SR A NN
PUPILX L Cc RL C RL Cc RL C RL C RL Cc RL Cc R
PUPILY 15 1.0 0.5 0 0.5 -10 -1.5-
Fig. 35. Binocular disparity (BD) and collimation error (CE) at horizont-
al field angle of 12.5 degrees. !
107




T e R e e R

P

- B e e e R e PPtk ottt AL i A I M A 145 e
s R it g 3 - e el
N D R T S N S W I RO e i . : e e

g g

VII. T90-N8~21.9 Transmission Hologram Lens
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1. SYSTEM PARAMETER

T90-N8-71.9 is a 90° off-axis, 8° asymmetrié, transmission

hologrem lens element with a 34.5" eye relief and a 2!.9"
- focal length.

T AR i i i F TP LT &

The T90-N8-21.9 is a 90° off-axis, 8° asymmetric, transmission ;
hologram lens element with an eye relief of 34.2" and a 3
focal length of 21.2“. The operating wavelenath is 632.8 nm.

The HUD configuration for which this hologram lens was con-
structed is shown in Figure 36. The input to the display is

the 4" square diffusing screen of the acousto-optical laser
scanning system. Imaging is done at an astigmatism minimized
intermediate image plane. This imagery will exhibit residual }
aberrations, because there is no aberration-correcting relay ‘
lens optical system.

\
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el
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The hologram aperture is 8" in diameter recorded on Kodak ;

129-01 silver halide emulsion and bromine bleached.l®

; Instantaneous vertical field of view for one eye at the pupil
center is + 4.40° and - 3.65°. Instantaneous horizontal
field of view is + 6.61°, Single binocular vision can be
maintained for eyes at the 34.5" eye relief distance. For
a nominal 63 mm separated pair of eyes centered at the exit
pupil, binocular FOV for each eye is + 4.160 and ~ 3.49°
vertical, * 4.560 horizontal. The relationship of the
hologram size to the system parameters is shown in Figure 37.
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Fig. 36. The T90-N8-21.9 HUD configuration.
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HOR!ZONTAL viEw HOLOGRAM

6.61° . \—\Tﬁ;’

& MONOCULAR
VIEWING
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4.4\00

X
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’ \370-}«

|
HOLOGRAMW

.

3.66°
VERTICAL ViEw

4507254
HORIZONTAL viEw HOLOGRAM
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’ .

POSITION

b. BINOCULAR
VIEWING
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.

The reiationship of the § in. diameter hoTogram size to the
system Parameters,
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VII. T90-N8-21.9 Transmission Hologram Lens
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2. CONSTRUCTION BEAM OPTICAL SYSTEM

The construction beam optical system for the T99-N8-21.9 lens
is based on the "continuous lens" concept invented at Hughes
Research Laboratories.

e R

The basic "continuous lens" design concept, invented at Hughes
Research Laboratories by Gaylord Moss, was used in desigaing ;
the construction beam optical system for a 90° off-axis, 3 !
asymmetric transmission hologram lens. However, point source :
construction beams for asymmetric hologram configurations

introduce axial astigmatism as well as a large amount of
astigmatism across the field. Computer simulations of the

hologram construction and corresponding reconstruction charac-
teristics were made. Axial astigmatism was eliminated with

26.30" of astigmatism in one of the construction beams.

S

T

N Wl ! iy
B araton Lo o i icul it ks kel AL L

L L Sk s

§ A scliematic of the construction system, fabricated to expose
- the T90-N8~21.9 transmission lens, is shown in Figure 38.
3 : Construction optics consist of plane mirrors, spatial filters,

3 beamsplitters, and a 14.38" diameter, 60" radius of curvature
spherical mirror. A diverging point source is located 34.5"
from the hologram center. The proper amount of astigmatism

PSR Y AWMU N SR

3 in the converging construction beam was obtained by using the 3
& . off-axis aberration of the spherical mirror. The included E
E angle between the construction beams is 90° at the center of E
g the hologram recording plane. The angle between the bisector 3
- of this 90° included angle and the hologram recording plane %
% normal is 8°. , :
N ;
5 The construction system was assembled on a honeycomb optical f 3
. table supported with pneumatic mounts which dampen floor ! 3
3 vibrations. Shielding was provided to minimize atmospheric t "
3 disturbances. The construction wavelength was the 632.8 nm ; 3
E spectral line from a 50 mw helium-neon laser. Path lengths ;

3 of thne construction beams were matched to the hologram record- ;

ing plane center.
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Fig. 38. The construction system for 90° off-axis, 8° asym-
metric, transmission hologram lens.
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VII. T90-N8-21,9 Transmission Hologram Lens

3. HOLOGRAY¥ LENS FABRICATION

The T90~N8-21.9 hologram lens is exposed on 8" x 10" s .lver
halide emulsion and bromine vapor bleached.

The 790-N8~21.9 transmission hologram lens was recorded on
6-pm thick, silver halide emulsion (Kodak type 120-01 plates,
8 in. x 10 in.). The resulting amplitude hologram was
converted to a phase hologram with bromine vapor bleaching.

A uniform coverage of the 50,27 in.? area of the hologram
aperture resulted in recording beams energy of 2.3 uW/cm? and
2.9 pW/cm? (measured at the hologram recording plane). An
exposure of 65 secogds was reguired to obtain an exposed
energy of 280 pJ/cm“. The exposed hologram was processed

in 219C solutions wi+h agitation: 5 minutes in Kodak D-19
developer; 1 minute wash in water; 5 minutes in Kodak fixer
with hardener. The processed density of the amplitude
hologram was 2.0 ND. The air Aried amplitude hclogram was
then bromine vapor bleached.

Efficiency and scatter was measured at 632.8 nm, the operating
wavelength of the bleached silver halide hologram lens.
Diffraction efficiency was 11% with 8% scatter. The 8" diam-
eter T90-N8-21.9 hologram lens is sealed (Epotek 310 optical
adhesive) on a 1/4" thick glass substrate with dimensaions,

as specified by NADC shown in Figure 39. This substrate

can be mounted in the AIMIS demonstratosr to display lasc:
symbology with the hologram lens element.

The efficiency and scatter values are similar to that of the
half-scale, 40° off-axis, symmetric transmission lens delivered
to NADC in Phase 1 program. There are several probable causes
for this low efficiency. The spatial frequency recorded at
the center of the T90-N8-21.9 lens is 2218 cycles/mm. The
hologram recording plane must be restricted from motion a
fraction of 4.50 x 10~/ meter. A major cause of instahility
was the heat generated Ly the laser which was positioned on

a platform attached to the underside of the honeycomb table.
This thermal energy tends to warp the stainless steel surface
of the optical table. This type of instability is typically
random and cannot be corrected with a fringe stabilizing
system of the type developed in Phase 2 program.

Despite the low efficiency, the T90-N8-21.9 transmission
hologram lens will adequately display laser symbology in the
AIM.S demonstrator. The characteristics of the holographic
element are discussed in the next topic. Residual aberration
will remain in the imagery due to the absence c¢f an aberration
correcting lens system. However, the holograpnic lens element
demonstrates that a complex lens function can be achieved with
hologram optics,
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7\
31in. ' e
29 in. 8 in. diam
26in. T90-N8-21.9
2 in HOLOGRAM LENS _
. in.
15in,
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GLASS
SUBSTRATE
) v . Y VY ¥ __I

Fig. 39. The T90-N8-21.9 hologram lens

is protected between 0.040 in.

thick (8 in. x 10 in.) and
0.25 in. thick glass sub-
strates.
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ViI. T90-N8-21.9 Transmission Hologram Lens

4. INTERMEDIATE IMAGE PLANE AND CHIEF RAY EFFICIENCY

The T90-N8-21.9 hologram lens' image plane has a tilt of 27°
from the optical axis normal at a 21.9" focal length.

The T90-N8-21.9 hologram lens' image plane has a 27° tilt
frcm the optical axis normal. The fccal length of the element
is 21.9 in. The image plane is the bisector plane between the

axial tangental planes of the horizontal and vertical spheroidal

focal surfaces. Figure 40 shows vertical and horizontal
sections of the focal surfaces. The data points, theoretical
and experimental, are foci locations of ray traces of col-
limated <chief ray bundle entering the hologram lens at
various field angles. A detailed description of the experi-
mental procedure for locating the intermediate image plane
can be found in the Test Procedures.l4

The 27° tilted image plane is a plane of best focus for imaging
without a relay lens system. Note that there are residual
aberrations due to the astigmatism across the field. Relay
systems are generally designed to image vertical and horizontal

ray fans onto their respective focal surfaces, correcting
astigmatism.

However, good projected imagery has been seen in a laboratory
set-up with diffused 632.8 nm illumination of photographic
slides at the image plane. To display laser symbology with
the acousto-optical laser scanner, the 4" square diffusing
screen should be located at the intermediate image plane.

The image size for monocular viewing (+ 4.259/- 3.50° vertical
FOV and # 6° horizontal FOV) is + 1.25"/- 1.13" vertical and

+ 2.31" horizontal. For binocular viewing, the vertical

FOV is slightly vignetted, + 4.16°/- 3.490, due to the hologram
aperture size. A horizontal image plane dimension of % 1.75"
is sufficient to allow each eye (63 mm apart) + 4.5° FOV.

These image plane dimensions are measured directly from data
in Figure 40.

Chief ray efficiency was measured as a function of vertical

and horizontal field angles, Figure 41. Theoretically, chief
ray efficiency should be high due to no angular or wavelength
shifts between construction and reconstruction geometry.
However, the construction beams were path length matched to

the center of the hologram. The degree of coherence and

fringe visibility are maximum at this point. Consequently,
diffraction efficiency is also maximum. Path length difference
between construction rays gradually increase for points away
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from the center of the lens. Reducticn in coherence and
visibility between the construction beams causes chief ray
efficiency roll-offs as the field anqle increases. By

increasing the coherence length of the recording laser ’ :

source, an improvement in chief ray uniformity can be
expected.

R TRy

JUREPIRp R SRS S A N

A &4 g goneah R a e
S city, S A e
” i L] 4

"7

Boleg

.o

e

I SR b S b T Rl SR LT T o P Ty a2

117

e W, &t et S KT PR (- el B

P P A L




N T s | o o E

T Ry T, e w ae e NN e R prsrrnee s

;
2 468257 k
4 4 3
Y l *
3 H5in, .yl M | ;
E y ‘ EYE RELIEF 21.9in. FOCAL LENGTH
| - 1
; B\ —a— T9G-N8-21-9 ;
E 37° HOLOGRAM LENS
; Xy
A 6° HORIZONTAL :
: v FIELD POINT FOCI
3 ' 6
g CHIEF .
( 2in. L ™ gﬁécnor« ’
: 5° VERTICAL 18%¢ ¥ :
FIELD POINT FOCI 45° :
0 g
- 4.25° CHIEF RAY
’ 35° VERTICAL DIRECTION o
FIELD POINT FOCI
lo
1in, 1in, Tin
v $ ——— z' + ‘d e - Z'
-3.5° VERTICAL
FIELD POINT FOCI
lin. _ 3509 cHIEF RAY
f DIRECTION
7 / * VERTICAL } THEORETICAL
INTERMEDIATE
// 7 IMAGE SURFACE x HORIZONTAL | DATA
<\//// ,.[ 2in. O EXPERIMENTAL DATA
AXIAL TANGENTS
Fig. 40. Vertical and horizontal sections of the spheroidal image
(focal) surfaces of the T90-N8-21.9 hologram lens.
118
e e e e I T T P N I D T e P TR Ry
e S e e el =




R T T o R AN LA o R R A

i

R e

o

e Senle it e e

PRINFIRVERCE Pr2 AP PR RIS S IR TIN

A
; :
4 H
4582-58 § ;
T 1 1 T 1 T | T T 1 : ;
>_1.0"" - :
[8)
Z
o osgl- —
w o
Z W 0.6 -
E: a
S 0.4l ® VERTICAL |
% B HORIZONTAL
I
O 0.2f —
0 Y BN N B | L ] ! L ! !

-6 -4 -2 0 2 4 6

5 FIELD ANGLE, degrees
-
¢ Fig. 41. Chief ray efficiency measured as a function of

vertical and horizontal field angles.

[ e e ieprr s N Rl i T AN S S LI LB




Y T T S T A Y R R T e S e e T I T T o e

AN A R R il Y22 QE‘XFW,, 3?!!);4 VTR

REFERENCES

"Specification of Hologram Lens System," Naval Air
Development Center, Air Vehicle Technology Depart-
ment, 20 November 1972,

Final Technical Report for period 2 April 1973 -

1 April 1974, Contract N62269-73-C-0388, "Holographic
Lens for Pilot's Head-Up Display," prepared for

Naval Air Development Center, Warminster, PA 18974,
by Hughes Research Laboratories, Malibu, CA 90265,
D.H. Close, A. Au, and A. Graube, August 1974.

Final Technical Repocrt for period 1 July 1974 - 31
October 1974, Contract N62269-74-C~0642, "Holographic
Lens for Pilot's Head-Up Display," prepared for Naval
Air Development Center, Warminster, PA 189274, by
Hughes Research Laboratories, Malibu, CA 90265,

D.H. Close, A. Au, and A. Graube, 1l April 1975.

G.E. Moss, "Wide~Angle Holographic Lens for a Display
System,"” J. Opt. Soc. Am. 64, 552A. April 1974.

R.J. Collier, C.B. Burckhardt, and A.H. Lin, Optical
Holography (Academic Press, New York, 1971).

A. Graube, Opt. Comm. 8, 251-253 (1973).
4. Chang, Appl. Opt. 10, 2550-2551 (.971).

J.E. Jolley, Photographic Science and ngineering 14,
169-177, (1970).

W.S. Colburn, R.G. Zech, and L.M. Ralston, "llologravhic
Optical Elements," Harris Electro-Optics Center of
Radiation, Technical Report AFAL-TR-72-409 (1973).

W.S. Colburn and B.J. Chang, "Design and Fabrication
of Hologram Optical Elements," Final Technical
Report AFAL-TR-74-281, Environmental Research Inti-
tution of Michigan {1975).

T.P. Sosnowski and H. Kogelnik, Appl. Optics 2, 2186~
2187 (1970).

D.H. Close and A. Graube, "Material for Holographic
Optical Elements," Technical Report AFML-TR~72-2%7,
Hughes Research Laboratories (1973).

121

Preceding page blank

s e v 1 et R SR AT 0 LT s KR e T ot AT wia ity SEMEA S RS

o

o rmrasirdf vans aan i et b

P e e e T e
et b, WES N oa bt KA b

< e b Sheirye e

el A b e it et e e BTN AR s e R e St T

[




5

(e RELRAN 7 Sn e L e ML S e )

E
;E_
E
g
;

13.

14.

B e S S e

R.D. Anwyl, Eastman Kodak Company, private
communication.

Test Procedures for Contract N62269~75-C-0299, "Holo-
graphic Lens for Pilot's Head-Up Display," prepared
for Naval Air Development Center, Warniinster, PA
186974, by Hughes Research Laboratories, Malibu, CA
90265, A. Au, Oztober 1975.

A. Graube, Appl. Opt. 13, 2942-2946 (1974).

Ik 2 L5 s erea A= R DRUAT  HSAA FINTIUPRNER L0 CEWL R AL MR AN

s atns x FAd

ser s s AL v 2Kl R D

s x4t

JUCIRRY

BT AT

[P

122

= e e —;'
s e e ey o mﬁd
J e T Sy




